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Abstract 

 

The built form industry specifically the residential sector contributes directly on 

energy consumption and increase of ecological footprint. Bahrain changing built form 

typology and configuration from introverted to extroverted built forms increased the 

need of cooling and humidity control measures, by affecting human comfort within 

the built form. Therefore, extroverted built form contributed to the deteriorating of 

the environment's comfort level and effected microclimatic conditions. Traditionally, 

the courtyard built form did not consume excessive amount of energy due to its 

sustainable microclimatic condition by offering thermal comfort. 

A scientific literature review of the courtyard built form and its design parameters 

that affect the courtyard performance were analyzed. Moreover, Bahrain climatic 

condition as the context of this study was evaluated to relate to the study.  

 

This study is an evaluation of the microclimatic condition of both the traditional fully 

enclosed courtyard and the semi-enclosed courtyard and its influence on the comfort 

level for the courtyard itself and further its influence on the living room as a selected 

occupied space within the case study house. The fully enclosed courtyard was 

integrated within an extroverted modular house for Bahrain case study. As the 

introverted courtyard built form is achieved, openings were integrated in forming two 

different courtyard shapes. The study varying parameters were: the courtyard shape, 

opening orientation, and active mode. Those parameters are assessed on thermal 

comfort, natural daylight penetration, solar exposure, and airflow through simple 

CFD representation.  
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Ecotect Analysis computer simulation software was used to simulate the two different 

courtyard configurations, Courtyard-T that represents the fully enclosed courtyard 

and Courtyard-S that represents the semi-enclosed courtyard. Courtyard-S presents 

two shapes Courtyard-S-U and Courtyard-S-C. Three orientations and not all as the 

West and East performance are similar were studied for each configuration and 

shape: North, South, and West. The simulations were carried out in 21
st
 of June and 

21
st
 of December representing extreme seasons summer and winter.  

The assessments of the results revealed that the fully enclosed courtyard "Courtyard-

T" mitigates and modifies the courtyard and living room microclimatic conditions. It 

recorded to have the lowest exposure to solar radiation, lowest solar heat gain, and 

highest temperature differential within the living room, also highest air temperature 

differential within the courtyard, and adequate illuminance level and distribution 

within the living room. The major value of Courtyard-T configuration is that it has an 

opening percentage of 30% in relation to the built form. The living room space 

extends to 5.2208m in order to maintain the total area. The Northern and Eastern 

courtyard wall has an additional door and two window openings.  

Courtyard-S-U demonstrated poor performance in all assessments. Courtyard-S-C 

resulted in modifying the courtyard and living room microclimatic condition, 

specifically Courtyard-S-C-W, however, it performance was not efficiently as 

Courtyard-T. The major value of Courtyard-S-C-W configuration is that it has a 

opening of 2.25m
2
 oriented on the West. The Southern side of the living room has 

been deducted to regain the area that was added by the courtyard opening, thus, the 

courtyard window and door openings shifted 200mm North. Courtyard-S-C-W 

receives lower solar radiation exposure, lower wind speed within the courtyard, best 

temperature difference within the courtyard compared to the exterior, and the highest 

hours of thermal comfort. The courtyard configuration, shape, orientation, geometry, 

and percentage of enclosure affect its performance. As the opening size increases, 

simultaneously the wind speed within the courtyard increases. 
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It revealed that percentage of enclosure, opening dimensions, courtyard geometry, 

courtyard shape, and indoor space geometry manipulates the comfort levels within 

the built form. Sun and wind distribution and exposure in relation to the courtyard 

shape and opening size demonstrated plausible explanation to their impact on comfort 

levels.  

Thus, the study concluded that Courtyard-T configuration promotes an efficient 

microclimatic condition, and performs best in modifying temperatures, thermal 

comfort, and light and air distribution. The study suggests some recommendations for 

further studies in terms of courtyard performance.  
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зϠм ϣЦϝГЮϜ ШылϧЂϜ пЯК ϽІϝϡв ЭЫЇϠ бкϝЃт сзЫЃЮϜ ИϝГЧЮϜ ̭ϝ .ϣуϛуϡЮϜ ϣгЋϡЮϜ ϢϸϝтϾ дϗТ ууПϦϽ  м̪етнЫϦ ̪ЭЫІ

ЮϜ етнЫϧЮϜ ев етϽϳϡЮϜ сТ ̭ϝзϡЮϜ СузЋϦгϹЮϜ пЯК ХЯПзϜ ϬϼϝϷЮϜ пЯК ϱϧУзгЮϜ етнЫϧЮϜ пЮϜ Э϶ пЮϜ оϸϜϸϾϜт ϸϝ

ϲϜϼ пЯК ϽϪϕϦ сϧЮϜ ϣϠнАϽЮϜ м ϹтϽϡϧЮϜ ϣϠϝЦϼ ϽуϠϜϹϧЮ ϣϮϝϳЮϜ .сзЫЃЮϜ ̭ϝзϡЮϜ сТ дϝЃжшϜ ϣмϺ сзЫЃЮϜ ИϝГЧЮϜ 

Ϝ пЯК ϽϪϜ м ϣуϛуϡЮϜ ϣϲϜϽЮϜ онϧЃв ϼнкϹϦ пЯК бкϝЂ ϬϼϝϷЮϜ пЯК ϱϧУзгЮϜ етнЫϧЮϜ ̯ϝтϹуЯЧϦ .ϣуЯϳгЮϜ ϣу϶ϝзгЮϜ ϣЮϝϳЮ ̪

ЮϜ ев ϢϹϚϜϾ ϣугЪ ЩЯлϧЃт бЮ сЯ϶ϜϹЮϜ ̭ϝзУЮϜ мϺ сзЫЃЮϜ ̭ϝзϡЮϜ ϬϺнгжЃгЮϜ ϣуЯϳгЮϜ ϣу϶ϝзгЮϜ йϧЮϝϳЮ ̯ϜϽЗж ϣЦϝГ ϣвϜϹϧ

.ϣтϼϜϽϳЮϜ ϣϲϜϽЮϜ ϽуТнϦ Ьы϶ ев 

сϧЮϜ сЯ϶ϜϹЮϜ ̭ϝзУЮϜ мϺ ̭ϝзϡЮϜ еК ϣугЯК ХϚϝϪм пЯК ϣузϡв ϣЂϜϼϹЮϜ иϻк  ϹЦ ̪ϣуЮϝЛТ ̪̭ϜϸϜ пЯК бугЋϧЮϜ ϽϪϜ ЭуЯϳϦ бϦ

сЯ϶ϜϹЮϜ ̭ϝзУЮϜ ϽуϪϓϦ м иϻлЮ ϝлГϠϽЮ етϽϳϡЯЮ ϣу϶ϝзгЮϜ РмϽЗЮϜ бууЧϦ бϦ ϣЂϜϼϹЮϜ иϻк ФϝуЂ сТ ̪ЩЮϺ пЯК ϢмыК .

 .ϣЂϜϼϹЮϜ 

ϼϹЮϜ иϻкск ϣЂϜ Ю бууЧϦЯ ̪ХЯПв йϡІ м ̯ϝвϝгϦ ХЯПгЮϜ ̭ϝзУЮϜ мϺ рϹуЯЧϧЮϜ сзЫЃЮϜ ̭ϝзϡЮϜ ев ЭЫЮ ϣуЯϳгЮϜ ϣу϶ϝзгЮϜ ϣЮϝϳ

уЛгЮϜ ϣТϽО м ϝлЃУж ̭ϝзУЯЮ ϣϲϜϽЮϜ онϧЃв пЯК ϝгкϽуϪϓϦ м сзЫЃЮϜ ϬϺнгзЮϜ Э϶Ϝϸ ϢϼϝϧϷгЮϜ ϣϲϝЃгЮϜ ϝкϼϝϡϧКϝϠ ϣЇ

ЀмϼϹгЮϜ етϽϳϡЯЮϹϲϜ Э϶Ϝϸ ϝвϝгϦ ХЯПв ̭ϝзТ ϭвϸ бϦ .о  ϣуϮϺнгзЮϜ ϣузЫЃЮϜ ϤϜϹϲнЮϜϣϳϧУзгЮϜ  ϬϼϝϷЮϜ пЯК

 ϤϝϳϧТ ϭвϸ бϦ ̪ϝвϝгϦ ХЯПв ̭ϝзТ мϺ сзЫЂ ϬϺнгж пЮϜ сзЫЃЮϜ ЭтнϳϧЮϜ ХуϡГϦ Йв .етϽϳϡЮϜ сТ ϣЮϝϳЮϜ ϣЂϜϼϹЮ

еуЯЫІ етнЫϧЮ  .сЯ϶ϜϹЮϜ ̭ϝзУЮϜ мϺ сзЫЃЮϜ ϬϺнгзЮ еуУЯϧϷв ̪̭ϝзУЮϜ ЭЫІ :ск м сϧЮϜ ϣϦмϝУϧв ϤϝгЯЛв ϝлтϹЮ ϣЂϜϼϹЮϜ

ъϜ йϮнϦ м ̪ϰϝϧϧТЛЎмϜнЛЮϜ ϣуЭв зЮϜϝГІϣ ϼϝлзЮϜ ̭нЎ ФϜϽϧ϶Ϝ ̪ϣтϼϜϽϳЮϜ ϣϲϜϽЮϜ пЯК ϽутϝЛгЮϜ ЩЯϦ бууЧϦ бϧт .

ЮϜ ЭуϫгϦ Ьы϶ ев ̭ϜнлЮϜ ХТϹϦ м ̪ϣуЃгЇЮϜ ϣЦϝГЯЮ ЌϽЛϦ ̪сЛуϡГЮϜ .рнуϳЮϜ ЭϚϝЃ 

 ϢϝЪϝϳгЮ ϥЫϦнЪϜ йгЂϜ ϢϝЪϝϳв ЭуЯϳϦ ϾϝлϮ ϭвϝжϽϠ аϜϹϷϧЂϜ бϦЮϜ ϬϺнгзЮϜ Йв сзЫЃЮϜ ̭ϝзУЮϜ еуЯЫІ мϺ сЯ϶ϜϹ

̭ϝзТ :еууУЯϧϷв-)Ϥ( ̭ϝзТ м̪ϝвϝгϦ ХЯПгЮϜ ̭ϝзУЮϜ Эϫгт рϻЮϜ-)Ѐ(  йϡІ ̭ϝзУЮϜ Эϫгт рϻЮϜЮϜ̭ϝзТ .ХЯПг-)Ѐ(  Эϫгт

̭ϝзТ :бк м еуЯЫІ-)Ѐ-м( ̭ϝзТ м-)Ѐ-Ј(гϦ . ϣЂϜϼϸ ϥ БЧТ ϤϝлϮнϦ ϨыϪ ЭЫЇЮϜ м етнЫϧЮϜ ЭЫЮ ϣлϮ дц

 ФϽЇЮϜ м ϞϽПЮϜ̭ϜϸцϜ ϣЯϪϝгϧвгϦ ЩЮϻЮ ̪ϥ ϞϽПЮϜ м ̪ϞнзϯЮϜ ̪ЬϝгЇЮϜ ϣлϮ ϣЂϜϼϸсТ ϢϝЪϝϳгЮϜ ϤϝуЯгК ϤϻУж .          

̸̹  м нужнт ев̸̹ ϽϡгЃтϸ ев дыϫгт ϝглжц  .̭ϝϧЇЮϜ м СуЋЮϜ аϝтϜ пЋЦϜ 

 ϭϚϝϧзЮϜ бууЧϦСЇЪ ϝ̭зТ нк м ъϜ ̯ϝвϝгϦ ХЯПгЮϜ ̭ϝзУЮϜ мϺ сзЫЃЮϜ ϬϺнгж дϜ-)Ϥ(  ϣу϶ϝзгЮϜ ϣЮϝϳЮϜ ЬϹЛт м СУϷт

 ϢϼϜϽϲ ϞϝЃϧЪϜ пжϸϜ ̪ЁгЇЮϜ ϣЛІц ЌϽЛϦ пжϸϜ йтϹЮ дϓϠ ЭϯЂ ϹЧЮ .ϣЇуЛгЮϜ ϣТϽО м сЯ϶ϜϹЮϜ ̭ϝзУЯЮ ϣуЯϳгЮϜ

 ФϽТ пЯКϜ м ̪ϣЇуЛгЮϜ ϣТϽО Э϶Ϝϸ ϢϼϜϽϳЮϜ ϣϮϼϹЮ ФϽТ пЯКϜ ̪ϣуЃгІ ϢϼϜϽϲ ϣϮϼϹЮм ̪̭ϝзУЮϜ Э϶Ϝϸ ̭ϜнлЮϜ 

 ϣТϽО Э϶Ϝϸ ϝлЛтϾнϦ м Ϣ̭ϝЎшϜ ϣϮϼϹЮ сТϝЫЮϜ онϧЃгЮϜ.ϣЇуЛгЮϜ ЉϚϝЋ϶ ̭ϝзТ етнЫϦ- дϜ ̯ъмϜ :сЮϝϧЮϝЪ бк (Ϥ)

 ϣϡЃж днЫϧϦ ̭ϝзУЮϜ ϣϳϧТ̷̺ ́ ϣЇуЛгЮϜ ϣТϽО ϣϲϝЃв ϹϧгϦ ̯ϝужϝϪ ̪̭ϝзϡЮϜ ев пЮϜ̷̼̹̹͂̿ϳЯЮ а ϣϲϝЃгЮϜ пЯК ДϝУ

ϝзУЮϜ ϼϜϹϮ рнϧϳт ̯ϝϫЮϝϪ ̪ϣуЮϝгϮшϜ.еуϦϻТϝж м ϞϝϠ пЯК сЦϽЇЮϜ м сЮϝгЇЮϜ ̭ 
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 ̭ϝзТ-)Ѐ-м(  СЛЎ ϽлДϜ̭ϜϸϜ  .ϤϝгууЧϧЮϜ ЙугϮ сТ ϽУЂϜ ̭ϜϸϜ̭ϝзТ-)Ѐ-Ј(  ϣуЯϳгЮϜ ϣу϶ϝзгЮϜ ϣЮϝϳЮϜ ЭтϹЛϦ пЯК

ϝ̭зТ ̯ϜϹтϹϳϦ ̪ϣЇуЛгЮϜ ϣТϽО м ̭ϝзУЯЮ-)Ѐ-Ј-М( ̭ϝзТ ϣϚϝУЫϠ ЁуЮ еЫЮ м-)Ϥ(.̭ϝзТ етнЫϦ ЉϚϝЋ϶-Ѐ)-Ј- (М

ϳϧУЮϜ ̯ъмϜ :сЮϝϧЮϝЪ бкϝЃϦϜ мϺ ϞϽПЮϜ иϝϯϦ ϣлϮнв ϣ И̹̹̼͂а
̹

ϝϪ ̪ ϣЇуЛгЮϜ ϣТϽО ев сϠнзϯЮϜ ϟжϝϯЮϜ бЃϲ бϦ ̯ϝуж

бϦ ЩЮϻЮ ϣуЮϝгϮшϜ ϣϲϝЃгЮϜ пЯК ДϝУϳЯЮ ЧϧжϜϝ .ЬϝгЇЮϜ иϝϯϦϜ ̭ϝзУЮϜ ϢϻТϝж м ϞϝϠ Ь ̭ϝзУЮ оϽϡЫЮϜ буЧЮϜ-)Ѐ-Ј-М( 

сТ ФϽТ ЭЏТϜ ̪сЯ϶ϜϹЮϜ ̭ϝзУЮϜ сТ ϰϝтϽЮϜ ϣКϽЂ сТ ЌϝУϷжϜ ̪сЃгЇЮϜ ИϝЛІщЮ ЌϽЛϦ ЭЦϜ пЧЯϧт йжϜ нк  ϣϮϼϸ

 .ϣтϼϜϽϳЮϜ ϣϲϜϽЮϜ ев ϤϝКϝЂ пЯКϜ м ̪ϬϼϝϷЮϜ Йв ϣжϼϝЧгЮϝϠ ̭ϝзУЮϜ Э϶Ϝϸ ϢϼϜϽϳЮϜзУЮϜ ЭЫІ ̪̭ϝзУЮϜ етнЫϦ йϮнϦ ̪̭ϝ

ϣЂϹзк ̪ϤϝϳϧУЮϜ йϮнϦ̪ ̭ϝзУЮϜ ϕт ФыПжшϜ ϣϡЃж м ̪̭ϝзУЮϜϸϜϸϿт ϝв ЭЪ .сЯ϶ϜϹЮϜ ̭ϝзУЮϜ ̭ϜϸϜ сТ ϽϪ  ϤϝϳϧУЮϜ бϯϲ

.сЯ϶ϜϹЮϜ ̭ϝзУЮϜ Э϶Ϝϸ ϰϝтϽЮϜ ϣКϽЂ ϸϜϸϿϦ 

 сТ ϟКыϧт ϣуЯ϶ϜϹЮϜ ϣϲϝЃгЮϜ ϣЂϹзк ̪̭ϝзУЮϜ ЭЫІ ̪̭ϝзУЮϜ ϣЂϹзк ̪ϤϝϳϧУЮϜ бϯϲ ̪ФыПжшϜ ϣϡЃж дϜ ϥУЇЪ ϣЂϜϼϹЮϜ

 ̭ϝзУЮϜ ЭЫЇϠ ХЯЛϧт ϝгуТ ϰϝтϽЮϜ м ЁгЇЮϜ ϣЛІϜ ЍтϽЛϦ м ЙтϾнϦ ϤϽлДϜ .сзЫЃЮϜ ̭ϝзϡЮϜ Э϶Ϝϸ ϣϲϜϽЮϜ ϤϝтнϧЃв

нϧЃв пЯК ϝкϽуϪϓϧЮ ̯ънЧЛв ̯ϜϽуЃУϦ ϤϝϳϧУЮϜ бϯϲ м сЯ϶ϜϹЮϜ .сзЫЃЮϜ ̭ϝзϡЮϜ сТ ϣϲϜϽЮϜ Ϥϝт 

̭ϝзТ дϜ пЮϜ ϣЂϜϼϹЮϜ ϥЋЯ϶ сЮϝϧЮϝϠ-)Ϥ(  м ̪ϣуЯ϶ϜϹЮϜ ϣу϶ϝзгЮϜ ϣЮϝϳЮϜ еуЃϳϦ м Ϣ̭ϝУЪ ϾϿЛтйϧтϸϓϦ  сТ ЭЏТϜ

 ̭ϜϽϮш ϤϝуЊнϧЮϜ ЍЛϠ ϣЂϜϼϹЮϜ ϰϽϧЧϦ .̭ϜнлЮϜ м Ϣ̭ϝЎшϜ ЙтϾнϦ м ̪ϣтϼϜϽϳЮϜ ϣϲϜϽЮϜ ̪ϢϼϜϽϳЮϜ ϤϝϮϼϸ ЭтϹЛϦ

цϜ ϩуϲ ев ϤϝЂϜϼϹЮϜ ев ϹтϿгЮϜ .сЯ϶ϜϹЮϜ ̭ϝзУЮϜ мϺ сзЫЃЮϜ ̭ϝзϡЮϜ ϬϺнгзЮ ̭Ϝϸ 
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Introduction  
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1.1. The World Environmental Assessment 

 

This is the time where biodiversity in relation with the ecosystem are at the spotlight. 

The time that sustainability is compromised, headlining the forefront issue of 

environmental, economical, and social magnitudes. The well-being of the planet 

wealth is at an unsustainable pressure. The rapid human development, economic 

growth levels, increase in population resulted into a degraded ecosystem that cannot 

support the human demand, hence producing an unsustainable ecological footprint 

(EF). Ecological footprint is the level of demand that the human population stresses 

on the ecological capacity. It evaluates by assessing the measure of biologically 

constructive water and land zones necessary to produce resources that a populace 

consumes. According to a report by Living Planet, the unsustainable consumption 

resulted into a 50% ecological overshoot, in which the humanity's footprint is 2.7gha 

per person while the planet's biocapacity is 1.8gha per person; thus estimating 

enquiring 1.5 planets to provide the resources and absorb waste (2010, p.34). Figure 

1.1 shows the ecological overshoot in equivalence in amount of plant required. Figure 

1.2 demonstrates the EF by component in relation to the total biocapacity that equals 

to a one planet.  

 

 

Fig. 1.1. Global ecological footprint (Source: Global Footprint Network, 2010). 
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Fig. 1.2. Ecological footprint by component 1961-2007 (Source: Living Planet, 

2010). 

 

The unsustainable human development depleted enormous quantity of resources in 

the other hand offering an enormous quantity of carbon dioxide emissions. By 

burning fossil fuels, the carbon footprint makes out 54% of the EF and is at constant 

growth (Global Footprint Network, 2009). The International Energy Agency draws 

attention to the major contributing sectors to the EF in 2008, electricity and heating, 

transportation, and the building industry (IEA 2010). The electricity and residential 

building industry draws attention on the significant impact generated by the building 

developments as shown in Figure 1.3 and 1.4. 
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Fig. 1.3. World CO2 emissions by sector in 2008 (Source: IEA 2010). 

 

 

Fig. 1.4. CO2 emissions by sector (Source: IEA 2010). 

 

The Middle East is from the utmost contributors responsible of carbon dioxide 

emissions (Figure 1.5 and 1.6). This part of the region in the world is at constant 

increase of carbon dioxide emissions relating to the upsurge in economic and 

population growth; thus, the urban development's and construction activities are 

intensifying.  
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Fig. 1.5. Change in CO2 emissions by region (2007-2008) (Source: IEA 2010). 

 

 

Fig. 1.6. CO2 emissions per capita (Source: IEA Statistics 2006). 

 

The United Nations Environment Programme (UNEP) reports that the building 

industry is liable for over 40% of energy usage, one third of the world's greenhouse 

gas emissions, and carbon dioxide emission through electricity at a growing rate of 

1.7% per year of residential buildings (2009, citing Levine et al., 2007). The 

residential buildings accounts for 23% of electricity utilizations (UNEP 2007). Figure 

1.7 previews emissions generated from the building industry growth, and based on 
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the growth rate developing countries such as the Middle East will surpass the 

developed countries. Drawing the eye specifically to the direct linkage between 

sustainable deterioration and architecture typologies. This is not to state that other 

measures and sectors are not putting in hand in the sustainable development such as 

urban development, vegetation, transportation, waste management, building 

regulation, and structured roads. It is to state that the sectors contributing to the 

environmental deterioration of increase of green house gases and resource 

deployment are in direct link to the architecture development with the attestation of 

the increase consumption of electricity, heating, cooling, burning fossil fuels, and 

excavating materials. 

 

 

Fig. 1.7. CO2 emissions from buildings (Including through the use of electricity) 

(Source: UNEP 2009, citing Levine et al 2007). 

 

The building industry conveys direct responsibility towards the environmental 

degradation. This is not to argue that the issue facing is only in terms of energy waste 

and consumption, however, the issue enlarges to humankind discomfort in terms of 

microclimatic descent. As people rely more on active measures, the implications 
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reflect on the microclimatic conditions of the urban form, such as typology 

configuration, urban density, and material selection, to name a few.  

 

Architecture development is not only defined in the increase of urban forms and 

intensifying of construction activities. Architecture development defines and 

accentuates the change of built form typologies and configurations. Built form 

typologies links to the influence of passive and active design measures, and the 

increase of environmental degradation diminishing human comfort and microclimatic 

conditions. Environmental microclimatic conditions parameters are daylight 

penetration, direct solar radiation, thermal comfort, airflow, natural ventilation, and 

shading measures. Built form typology categorizes as two forms: an introverted form 

and extroverted form. The introverted building form is represented by the inward 

looking courtyard building. The modernized block units that are outward looking 

represent the extroverted form.  

 

Vernacular typologies such as courtyard built form are emphasized with passive 

design that demonstrates the microclimatic effect of altering vernacular forms with 

modernized forms infused with active measures. By changing the built form typology 

and configuration, the microclimatic condition of the built form changes affecting on 

the human comfort in terms of urban heat island and increase need of cooling and 

heating measures, which then increases in energy consumption and resource waste 

affecting the overall environmental conditions. Highlighting that passive design 

measures in terms of archetype configuration and form are vital components in 

mitigating the environmental microclimatic condition.  

 

However, concurrently it has the highest capability of achieving a significant EF 

reduction by adhering to climatic, cultural, and environmental identities without 

compromising living standards. As this was the case before modern architecture and 

economic revolution, where the built environment responded in a sustainable manner 

and answered to the climatic, cultural, and functional identities. 
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1.2. Bahrain Environmental Assessment 

 

Today Bahrain is a significant icon of urban growth in the Middle East. It is 

developing into a metropolitan cityscape after the United Arab Emirates due to the 

prompt increase in its economic growth. Globalization reflects directly on Bahrain's 

urban morphology and archetype typology. The construction industry has thrived and 

developed with new buildings and manmade island developments naming a few such 

as the Bahrain Twin Towers, Durrat Al Bahrain, Amwaj Islands, and Bahrain's 

Financial Harbor. Hence, Bahrain emerged from being a city contoured with internal 

parameters into steel-framed glass extroverted high-rise buildings operated with 

excessive air conditioning systems. Table 1.1 demonstrates a comparison between 

Old Muharraq city and its new extensions providing that the new extension consist of 

large dwelling developments and different building forms; the old city encompasses 

introverted courtyard form, while the new extension stresses on the extroverted 

modernized building form.  

 

Table 1.1. A comparison between old Muharraq city and its extensions (Source: 

Hamouche, M.B. 2004) 

 

 

The economic and construction industry are responsible for causing major 

environmental issues from the change of building form resulting a deteriorate 

environmental and microclimatic system such as deterioration of air quality, increase 
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of pollution rates that puts the human health at concern, depletion of natural resources 

and increase of energy consumption.  

 

As Bahrain's extroverted built form developments are increasing the energy demand 

are substantially increasing. Figure 1.8 illustrates the escalating consumption of 

electricity. Bahrain energy consumption divides into four sectors, with the residential 

industry being the principal of consuming 54% of the sum electricity as shown in 

Figure 1.9 (Radhi, H. 2009). The population increases simultaneously the urban 

growth increases, hence heat island effect increases resulting into the increase level of 

electricity consumption for air conditioning, therefore resulting into such figure of 

residential electricity consumption. With such rate of energy consumption, carbon 

dioxide emission production increases, as shown in Figure 1.10. This increase of 

carbon dioxide emissions is developing into a predicament considering the total area 

of Bahrain and its population in comparison with other countries. Radhi H. states that 

24% of the carbon dioxide production is due to building operation (2009).   

 

 

Fig. 1.8. Growth of electricity consumption in Bahrain (Source: Radhi H. 2009). 
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Fig. 1.9. Bahrain electricity consumption per sector (Source: Radhi H. 2009). 

 

 

Fig. 1.10. Increase in Co2 emissions relative to the energy use (Source: Radhi H. 

2009). 

 

The population growth is developing into a major source of the increase of carbon 

dioxide emissions; as the growth persists, pressure will add on the construction 

industry to provide dwellings, which on the other hand will pressurize the energy 

demands and natural resources hence increase it. In 2006, Bahrain annual population 

growth rate is at a 2.2% ranking as having one of the highest annual population 

growths in the world, as illustrated in Figure 1.11. The population growth threatens 

the ecological balance and biodiversity. 
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Fig. 1.11. CO2 emissions in relation to the income per person indicator (Source: 

http://graphs.gapminder.org/) 

 

These issues are the results and impacts related to the lack of thermal comfort, 

excessive direct solar radiation, lack of sufficient natural daylight resulting in the 

need of artificial lighting, lack of adequate airflow and natural ventilation provided 

from the extroverted built form. 

 

1.3.  Residential Building Form in Relation to Microcliamtic  

Efficiency  

 

Variations in housing typologies are highly influenced by climatic distinction. 

Architectural building design form respond and alter to adapt into a specific climate 

as environmental factors influence the internal microclimatic conditions and building 

performance in terms of consumption and efficiency. Such environmental factors are 

solar radiation, prevailing wind, humidity, and climatic temperatures. Building form, 

orientation, opening ratio, and materials reflect in providing a comfortable internal 

microclimatic condition and energy efficiency. Hence, emphasizing on passive 

building design to improve the architectural response of the environmental factors, in 

return to provide an efficient microclimatic building.  
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However, in such acute hot humid climate of Bahrain, the environmental factors are 

intense, with extreme solar radiation and high temperatures, that increase the 

challenge of providing a comfortable internal environment. These conditions 

increases lighting and cooling demand to endow a contended thermal condition, 

hence energy demand increases. The building design form and skin is the ultimate 

boundary that relate and effect between exterior and interior conditions. This 

relationship defines the balance of adequate penetration of natural light and thermal 

comfort levels in terms of lighting and cooling within the building interior.  

 

Bahrain residential building forms vary in scale and complexity of design. However, 

specifically indicating the conventional modular buildings, they are designed in an 

enclosed extroverted block structure. The structure is in integration with an 

extroverted courtyard. All openings are allocated at the external walls. Design 

regulation, opening ratio, leas span, external obstruction, materials such as insulation, 

and glazing type are standard, however, they are not defined by green design 

regulations, or studies that identify and assess the appropriate regulation figures and 

ratios that bestow comfortable internal conditions and efficient building performance. 

Regulations should alter and assigned by careful studies taking into consideration 

environmental conditions. The current residential building form are inappropriate in 

providing comfort from the harsh climate that been influenced from other regions. 

The current building forms are the result of the rapid economic growth. Modernistic 

housing typology increases the integration of active systems and reduces the 

integration of efficient passive systems inspired from traditional concepts along with 

developing them into contemporary structures.  

 

Courtyard dwelling typology is an old passive design implemented in this region. The 

Arabian region, in the past, developed courtyard form dwellings to respond and adapt 

to climatic, cultural, and social conditions. It represents an efficient bioclimatic 

typology. The courtyard concept employs the courtyard in an introverted central form 
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in a certain orientation that reduces the negative effect of solar radiation and heat 

gain, producing a comfortable outdoor and indoor climate with pleasant air 

movement. On the other hand, passive design of introverted fully enclosed courtyards 

has the capability to improve its performance through further development and 

studies. The potential of improvement and development may possibly be through 

changing the form and configuration of a fully enclosed courtyard into a semi-

enclosed courtyard typology. Semi-enclosed courtyard typologies may enhance the 

building performance and its adaptation to Bahrain environmental conditions. This 

form can augment natural ventilation, diffused natural daylight that increases thermal 

comfort and decreases heat gain and application of cooling loads.  

 

As the courtyard built form did not comply large amount of energy; provided with the 

increase of energy consumption and ecological footprint, due to the comfortable, 

sustainable microclimatic condition it provided, the study will convey around the 

microclimatic effect of courtyard typological form and configuration. In the following 

section, each microclimatic affecting factor will be investigated comprehensively.  

 

Design practices have the ability in mitigating and adapting buildings 

environmentally. Solar radiation penetration can be in control in terms of natural light 

quality and quantity. Solar penetration can be restricted through the building form, 

building and opening orientation, opening ratio, opening geometry, shading devices, 

and material selection. Consequently, control provides comfortable natural daylight 

that reduces the need of full air conditioning systems at its lowest temperatures. 

Nonetheless, air movement between and around the building have the ability to 

mitigate building heat gain from solar radiation by cooling heat down and contain 

overheat. Design practices can increase adequate air movement between residential 

buildings and within the building that can reduce the need of cooling loads. 

Therefore, developing the fully enclosed courtyard passive traditional concept into a 

contemporary form of semi-enclosed courtyard typology alleviates and represents a 

better form of bioclimatic typology.  
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The critical factors considered raise the need to be environmentally contemplated in 

building developments. By applying measures such as, green building standards, 

environmental design through design optimization and systematic methodologies the 

risk is preserve. Building design and configuration contribute to energy consumptions 

in which it can increase or decrease heat build-up within the building, solar 

penetration, and comfort. Sustainable building and construction method in terms of 

design hold back a large impact on the further consequence of energy consumption, 

and internal comfortable microclimatic environment making sustainable building a 

must to reduce environmental impacts.  

 

1.4. Aims and Objectives  

 

This thesis study examines and compares the potential of developing the traditional 

concept of fully enclosed courtyard into a semi-enclosed courtyard housing typology 

within the hot arid climate context. A proposal of semi-enclosed courtyard will be in 

comparison to the converted conventional extroverted modular housing into a fully 

enclosed courtyard. The conventional extroverted housing form will be converted into 

a courtyard form due to the microclimatic effect that the courtyard form offers. Both 

will be designed with reference to literature review findings and recommendations to 

achieve close to realistic results that would act as a guideline for design.  

The aim of this research is to analyze the optimum semi-enclosed courtyard 

configuration within Bahrain's modular residential typology through its suitability, 

efficient performance, impact, and appropriateness of its environmental features in a 

hot-arid climate. 

The objectives are: 

Á Assess the effect of thermal and lighting analysis provided from the courtyard 

to reach an optimum solution into the living room. 
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Á Assess the microclimatic environmental performance of the proposed 

courtyard in reflectance to the effect of solar radiation and natural ventilation 

through airflow and temperature measurement as a recreational space. 

This thesis site study is specifically located in Al Buhair, Riffa district, identified as a 

dense residential district. In order to bring about this thesis study, the following 

factors will be carried out:  

Á Appraise the courtyard historical, cultural, and social dimensions within this 

region and its application efficiency. 

Á Assess environmental conditions that affect the courtyard microclimatic 

efficiency and its consequence on the indoor environment. 

Á Acquire design guidelines to draw a conventional fully enclosed courtyard 

house integrated into the modular housing typology and analyze its 

microclimatic efficiency.  

Á Acquire design guidelines to assist the development of the semi-enclosed 

courtyard model. 

The conceptual building environment and block will be tested within Bahrain's 

climate through the application of computer modeling and simulation software. 

Results will undergo comparison to present the optimum semi-enclosed courtyard 

design form. In addition, to present the comparison results between the traditional 

courtyard and the contemporary semi-enclosed courtyard concepts.  

This study is divided into the subsequent chapters: 

Á Chapter one comprises of introducing the effect of the alteration of the 

introverted built form and configuration into an extroverted form in Bahrain 

with regards to the microclimatic condition that subsequently effects the 

energy consumption and overall environmental condition. The chapter will 

introduce the research aims and objectives.  
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Á Chapter two will encompass a comprehensive scientific literature review of 

the built form, environmental and design parameters effecting the 

microclimatic performance of the courtyard. 

Á Chapter three explains the study proposal in terms of parameters and 

assessments, comparing different types of methodologies and software to 

perform similar studies with regards to their limitations and advantages. 

Additionally, describing the selected methodology and software to perform 

the research assessment. 

Á Chapter four describes the simulation methodology steps from Bahrain 

climate analysis, computer model set-up and validating the process decisions. 

Á Chapter five will provide an extensive analysis of the simulation results 

discussing the findings to identify the advantages and disadvantages of the 

built form performance.  

Á  Chapter six will conclude a summary of the findings providing recommended 

guidelines for future research.  
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Introduction  

 

Apprehensions regarding global warming and the limitation of natural renewable 

sources increase the demand of considering solutions that vernacular architecture 

promotes in modifying indoor and outdoor environment. Vernacular architecture 

narrates environmental architecture principles as it capitalizes on the exploitation of 

natural energy through developing architecture in harmony with the environment and 

people. Modern architecture practices amplify overheating building interiors due to 

solar radiation through the lack of passive design measures in the building envelope 

and opening. Nonetheless, relying heavily on artificial ventilation, natural ventilation 

enhancements are disregard through the design of built forms and urban forms 

layouts. The airflow pattern within and around the building effects the indoor air 

temperature. Therefore increasing overheat and uncomfortable indoor and outdoor 

environment. Passive design strategies of vernacular architecture endorse natural 

ventilation with adequate air movement and reduction of solar radiation. A local 

vernacular architecture model is the courtyard housing design. The employment of 

courtyards in vernacular architecture is due to the auspicious microclimatic condition 

it develops. In general, the courtyard element is designed to promote airflow pattern 

movement surrounding and within the built form, and adequate percentage of solar 

radiation and shade that modifies the indoor and courtyard environment. This review 

will  focus on scientific studies influencing courtyard design on the thermal, solar 

radiation and airflow performance in the traditional introverted courtyard and 

interiors in order to develop the form into a functional semi-enclosed courtyard.  

 

2.1.Bahrain Location & Climate 

 

Kingdom of Bahrain is located in the Arabian Gulf, Figure 2.1. It is a borderless 

country. It lies between 26°00' North latitude and 50°33' East longitude. It situates at 

the East coast of Saudi Arabia with a distance about twenty-four kilometers, and 
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Qatar is at the South with a distance of twenty-eight kilometers. It is a collection of 

33 islands, the largest island Bahrain is connected to Muharraq and Sitra with 

bridges. According to Civil Aviation Affairs of Bahrain (CAA) The total area is about 

770 square kilometers; however, the largest island itself is 586.5 square kilometers 

(CAA 2011). Bahrain from East to West is about sixteen kilometers at width, and 

from North to South is about forty-eight kilometers at length. The highest point on 

Bahrain is the Jebel Al-Dukhan with 134 meters above sea level. The island 

surrounds with shallow inlets of water.  

The study is specifically located in Al Buhair in East Riffa district. It is part of the 

Central Governorate. It is a dense residential area, with several commercial units 

making a productive community.  

 

 

Fig.2.1. Aerial view of Bahrain (Source: Google Earth). 

 

Generally, the climate of Bahrain is hot and arid with high humidity levels. It has two 

distinctive seasons; a temperate winter and an intense hot summer. During the 

summer season, the temperature average reaches 40
o
C to 48

o
C. High levels of 

humidity and extreme heat increases discomfort. Winter season is short with 
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temperature ranging from 10
o
C to 20

o
C. During the winter season, humidity rises 

over 90%. 

 

2.2. Bahrain Housing Modules 

 

Bahrain's modular housing units are westernized in their architectural design 

characteristics. They are structured through strict building regulations and 

specifications.  

The housing unit consist of ground and first floor within a plot area of 102.4m
2
.The 

plot size of the units vary from type to another however, the most common housing 

unit footprint is 8mx12.8m without the boundary wall, and with the boundary wall is 

11mx24m. The height of the housing unit is 6.34m without the roof staircase, and the 

total height with the roof staircase is 10.56m. The ground floor level and first floor 

level each are 3.17m. The orientation of the unit is dependent on its site location. The 

common window opening dimensions for the rooms are 1.2mx1.3m, the kitchen is 

1.1mx1m, and the bathrooms are 0.6mx0.8m. The ratio of openings on the housing 

facade varies from unit to another; however, the model in use is a common typical 

housing model.  

According to the ministry of housing, the housing projects standard specifications are 

as follows: 

Á Walls: are usually 200mm block work plaster and paint. The external walls 

have Stone-face paint, and the internal walls have 2 coats of vinyl Emulsion 

paint.  

Á Floor: it is concrete screed and is finished with ceramic tiles. 

Á Roof: it is usually a precast concrete slab. The insulation used for the roof is 

waterproofing system insulation, and extruded polystyrene insulation.  

Á Ceiling: suspended ceiling with gypsum. 
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Á Insulation: for the roof, a protective waterproofing coating that covers the 

polyurethane foam base and covers the concrete or block work base screed 

and membrane that are laid on the waterproofing coating. 

Á Glazing: a double glaze. 

Á Pavement: the exterior non-built area surrounding the house is sand.  

Á Door: the external door is aluminum and the internal doors are wood. 

Á Window: the frames are aluminum.  

Therefore, the study will apply the specified materials from Bahrain's Ministry of 

Housing. Nonetheless, the built area, openings and opening ratio, and height will also 

be in application in the study.  

 

2.3. History of Courtyard Housing 

 

Courtyard is an element in the architectural language that is communal throughout the 

history of many urban civilizations. Courtyard form integrated into man's dwellings is 

encounter in the ancient civilizations dating back to 3000BC (Edwards et al. 2006). 

Courtyard housing is located from the Bronze period of Greece, throughout the 

Classical period into the Hellenistic and Roman period, which then proliferated 

through the Americas, Europe, Africa, Middle East, and the Far East evolving  from a 

civilization to another; Bronze age Mesopotamian, Egyptian-Sumerian, Indus valley, 

Asia minor, and the Mediterranean (Meir I. A. et al., 1995). Figure 2.2 illustrates the 

proliferation of the courtyard housing. The Arab nomads have applied the courtyard 

concept in the desert by surrounding a central open space with their tents to provide 

their cattle with security and shelter.  
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Fig.2.2. Courtyard dwellings: (a) Greece, (b) Mongolia, (c) Spain, (d) North Africa  

(Source: Meir I. A. et al., 1995). 

 

Through history, courtyard form is evidentially in having a symbiotic affiliation in 

the Middle Eastern society where a surviving number of courtyard housing dating 

back to pre-Islamic and Islamic periods are located. Courtyard housing form is fully 

enclosed which is known as the traditional design of the courtyard. Examples of such 

buildings are Chogha Zanbil from 1250 BC in Iran, Susa palace of Dario that goes 

back to the Achaemenid dynasty from 550 BC in Iran, Jami Fahraj Mosque from the 

8th AD, Al Fustat which have been excavated dating back to 8
th
 to 9

th
 century AD in 

Egypt, Mosque of Uqba in Tunisia dating  back to 670 AD, and Bayt Al-Badr in 

Kuwait from 1840 (Edwards et al. 2006).  

The courtyard housing archetypal form may differ from an area to another but it 

remains a universal form, Figure 2.3. The early courtyard housing of Egypt dating 

back to the 8
th
 and 9

th
 century AD have influenced the Maghreb (the western; Tunisia, 

Morocco, Algeria, and Andalusia) courtyard housing. They developed regular square-

rectangular courtyard surrounded with symmetric rooms and t-shaped reception 

rooms.  
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Fig.2.3. A view of Riyadh old urban fabric (Source: Edwards et al. 2006). 

 

The courtyard element is an emergence of socio-cultural and environmental 

attributes. It is a concept applied in various built forms worldwide considering the 

main concept and role behind its application. However, in the Middle East, the 

Islamic architecture developed courtyard housing as a crucial typological element that 

satisfies the necessity of having an exposed area and a microclimatic moderator. As a 

characteristic of having a hot and warm climate, a central courtyard modifies the 

microclimate of the house through its passive cooling technique by the air patterns 

allowing cool breeze, provides adequate daylight, protection from dust, and privacy. 

Therefore, contended outdoor activities are performed within the private courtyard 

dwelling including playing, working, gathering, cooking, and sleeping during 

extreme weather conditions. Hence, the courtyard element became an important 

feature within the Arab residence.  

Courtyards evolved from a single storey into a double storey, and from a fully 

residential block into a "taberna"; which is the commercialization of a residential 

space, and into an "insula", which are apartment blocks. Those tendencies shifting of 

format of moving from a residential into a "taberna" and "insula" is due to economic 

crisis, oil boom, and population growth. Hence, courtyard housing reduced with the 

increasing of apartments.   
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Through colonization periods, courtyards have been adopted as a social space rather 

than a climatic regulator. Housing forms have conformed to the European standards 

into developing the courtyard house into a villa. The oil boom and population growth 

with area limitation modern architecture canceled out courtyard housing depending 

on mechanical ventilation systems and artificial lighting. Thus, enclosed courtyard 

housing or semi-enclosed courtyard concept have not been further studied or 

developed to accommodate the present day's needs.  

Nonetheless, courtyards developments in European and American metropolis have an 

ancient origin. Examples exist back to Imperial Rome and Renaissance. In Europe, 

the courtyard forms have been formalized in the nineteenth century. Courtyards 

occurred in medieval cities, yet they were usually in random shapes. As the city 

fabric were devoid of adequate light and urban ventilation space due to the increase 

of population and building structures leading to the epidemics of illnesses. The 

courtyard form offered some advantages, not only that it was responsive to the 

environmental conditions; it served the need to exploit wind, air, and solar exposure 

through the courtyard and the dense structures which promoted sanitary order that is 

vital for the public health. Moreover, it was economical to build hence, serving the 

lower, middle, and upper class in terms of efficiency, aesthetic, and land utilization. 

Orientation of the courtyard differed according to need, as in Germany solar exposure 

was the priority, while Scotland priority was urban ventilation (Edwards et al. 2006). 

By the nineteenth and twentieth century, the courtyard form in Europe and America 

were being exchanged by new architectural form of developments.  

 

2.4. Types of Courtyards 

 

Courtyards have been developed into various forms. Those forms sector into fully 

enclosed and semi-enclosed courtyards. They represent the extent of courtyard 

enclosure inserted into the building mass. The fully enclosed courtyard is the 

traditional courtyard design that encloses from all four sides and is vastly in use for 
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residential built forms. However, the semi-enclosed courtyard is very rare, it has few 

openings; differing into the extent of openness, and is in use for various built forms in 

large scale not as a housing unit. An apparent example of a semi-enclosed courtyard 

is the plaza or also known as the piazza where couple of buildings surrounds an open 

space and has openings within them. Nonetheless, courtyards also differ into their 

position as being the central space of the building or at the side of the built form. 

Moreover, historical courtyard housing demonstrated the integration of more than a 

single courtyard within a dwelling, Figure 2.4 and 2.5. Multiple courtyards provide 

privacy for the family and extend the dimensions of security. There are various types 

of multiple courtyards. The rural housing have multiple courtyards in which one is 

designated for the family, while the other which is called the annexes designated as a 

stable, area for farming equipment and tools. In addition, there might be an additional 

courtyard for cooking. However, another type of multiple courtyards within the urban 

society, the innermost courtyard is for family members offering a private space where 

females are unobserved, and the outermost courtyard usually by the entrance and men 

reception area or majilis that is designated for male guests.  

 

  

Fig.2.4. A plan of a single-courtyard (Source: Edwards et al. 2006). 
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Fig.2.5. Bayt al-Badr floor plan showing its multiple courtyards (Source: Edwards et 

al. 2006). 

 

2.5. Social and Cultural Dimensions 

 

Architectural design is a sculpture of the cultural and social life of the people. 

Behavioral factors are a significant element that effects the formation of people's 

culture and its application in design. There are interaction of various forces that 

influence the layout of the archetypal built form such as change in periods, different 

ideas, and attitudes of the society towards certain elements such as privacy. Each 

society through history developed a built environment that fits their needs. The 

development of the courtyard expresses social values and satisfies climatic and 

functional needs. Courtyards configure into various shapes and forms depending on 

an environment to another and behavioral factors. The variety in form and control of 

exposure reflects the society's behavior that influences the built form design and 

layout.  

In the traditional Arab and Islamic cities, social, behavioral, and cultural factors in 

terms of privacy and security expresses within the building layout. Privacy is a 

fundamental socio-cultural factor that articulates the society's values and behavior in 
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physically shaping the built form and order of spaces. In the Arab region, women 

require privacy from the visual intrusions of the public. Therefore, cultural and social 

roots focus on the segregation among public and private lives allowing women to 

maintain their privacy. The enclosed courtyard transpires as the women domain as it 

encloses all activities in a private form to reduce social stress.  

In addition, the European courtyard shares this similarity with the Middle East.  Both 

traditions and social structures of the European and Middle Eastern typologies 

expressed gender division as a domestic territory. The courtyard in Europe was a 

space for women and children separating them from the masculine frame of men 

(Edwards et al. 2006). Zoning were crucial due to the need of privacy. The kitchen, 

bedroom, and bathroom looked across the inner courtyard, while public rooms looked 

toward the street. Men occupied the street and the rear courtyard.  

Privacy reflects a paramount influence on the enclosed courtyard introverted spatial 

organization, facade, openings, and entrance treatment. By the means of having an 

introverted enclosed courtyard the spatial organization of rooms open toward the 

central courtyard, thus giving spaces their privacy, Figure 2.6.  

 

 

Fig.2.6. A section through adjoining houses showing how setbacks maintain privacy 

between them (Source: Edwards et al. 2006). 
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Moreover, the increase amount of courtyards, space configuration of the men's 

reception area "majilis" by the guest entrance, and segregating the courtyards 

between family area and guest area controls the private domain without 

compromising the guests comfort and entertainment. The control of exposure reflects 

through the housing facade by having a solid external envelope with minimal 

openings that are above eye level preventing passers from visual access. Within the 

courtyard, spaces looking into it have appropriate size of openings for light 

penetration. The location of the entrance and the opening points protects the housing 

components from direct sight through the application of the "bent entrance" principle, 

Figure 2.7. The bent entrance principle is shifting the entrance from the courtyard 

axis and placing a wall parallel to the entrance by shaping the passageway from the 

entrance to the courtyard and spaces.   

 

 

Fig.2.7. Bent entrance in Beit-Radwan, Marrakesh (Source: Edwards et al. 2006). 

 

From the beginning of the application of courtyards, the social demand of privacy 

reveals a synchronized relationship of expression between the built environment 

architectural form and the occupants dressing, Figure 2.8. It demonstrates the 

application of layers in which the exterior is completely veiled to emphasize 

protection.  
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Fig.2.8. (a) Private domain (b) Public Domain (Source: Edwards et al. 2006). 

 

However, by the shift of time and development, women exposure has increased to the 

outer shell of the society through their education, working habits and change in 

lifestyle where women socialize with men. At the old period of time where enclosed 

courtyards are required women were enclosed into their domestic built environment 

and only men represent the labor sector. Present housing units demonstrate the 

amount of exposure each family or society reveals through the structure in terms of 

windows on the exterior envelope, the height of the fence, design of the envelope, and 

interior spatial organizations. Therefore, through periods, civilizations social values 

and needs have altered due to globalization and developments of the mind and society 

reflecting on the built form. Hence, revitalizing the enclosed courtyards into semi-

enclosed courtyard housing meets the society's demands without compromising their 

values.  

Traditional enclosed courtyard form posses a significant meaning however, 

revitalizing it concept with significant changes and development will satisfy modern 

needs and environmentally function. Therefore, it is clear that people's values, 

lifestyle, and beliefs developed a behavior that shaped the human built environment 

linking the social and spatial orders.  



30 
 

 

2.6. Design Guidelines and Principles 

 

2.6.1.Form, Geometry & Configuration  

 

Fathy states that by simple analysis it's understandable how the courtyard form 

became adopted by Arabs due to the desert climate where it's natural to narrow and 

orient the streets to seek shade and avoid hot desert wind by closed vistas (Ratti et al. 

2003).  

Form, geometry, and configuration of a courtyard affect its environmental 

performance. Courtyard form integrated into the built environment is various in 

shapes such as square, rectangular, circular, and polygonal. However, the old city 

fabrics convey the rectangular or square shape as the traditional form of courtyard. 

Other shapes are rarely applied and may be influenced by the plot and topography. 

An example of a circular courtyard is the Samba village in Africa, Figure 2.9.  

 

 

Fig.2.9. Samba Village (Source: Edwards et al. 2006). 

 

The geometrical proportions in terms of width, length, height, aspect ratio, and solar 

shadow index of the courtyard changes the microclimatic properties of the courtyard 
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and its effect on the surrounding interiors. Adequate accessibility of solar radiation, 

shading percentage, and effective air movement are by appropriate courtyard 

proportions. 

Ratti, Raydan, and Steemers have been reviewing Leslie Martin and Lionel March 

archetypal built forms effect on the environmental performance findings done in the 

60's (2003). The built form was represented as a series of urban arrays of two 

archetypical building form; the courtyard, that represents the old form and the 

pavilion, which represent modern architecture. From the original research findings, 

Martin and March comparison between courtyard and pavilion urban array, both with 

the same site coverage of 50%; 25 courtyard forms and 49 pavilions, and both 

maintaining the same height and total floor area, Figure 2.10. Observations illustrated 

that both forms can sum up to the same floor area and internal room depth, however, 

the courtyard have placed the same floor space in a similar building depth on the 

contrary requiring one-third of the pavilion height. As the Fresnel diagram, Figure 

2.11 demonstrates the concept of square geometry of each annulus having an equal 

area (Ratti et al 2003).   

 

 

Fig.2.10. Two archetypal urban patterns, based on pavilions and courts (black 

represents buildings) with the same site coverage, building height, and total floor 

space (Source: Ratti et al. 2003). 
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Fig.2.11. Fresnel's diagram: all concentric squared annuluses have the same surface 

area, which is also equal to the area of the centre square (Source: Ratti et al. 2003). 

 

Muhaisen (2006) have studied the courtyard geometrical proportion parameter in 

relation to its effect on the courtyard thermal performance, shading, and exposure. 

The study took over four different locations: Kuala Lumpur, Cairo, Rome, and 

Stockholm representing different climatic conditions. Cairo represents the hot dry 

climate. The climatic condition highlights its relation to the geometric form of the 

courtyard, in terms of courtyard height and ratio in courtyard performance by varying 

solar exposure and shading to the sun's position in each different country. The study 

was carried out on the two extreme days, June 21
st
 and December 21

st
 representing 

the summer and winter solstices at 14:00.  

The investigated proportion parameters are examined by a ratio of floor perimeter to 

height represented by R1 and width to length represented by R2 (2006). R1 ratio 

represents the ratio of the courtyard floor perimeter P to the height H (P/H), ranging 

from 1 to 10. R2 ratio represents the width to length (W/L), ranging from 0.1 and 1. 

To represent realistic dimensions, the study the minimum width is 1m. As an 

example, courtyard ratio of R1 is 1 and R2 equal to 0.1 demonstrates that it has a 

height of 22m and 1m in width and 10m in length.  

All the forms considered has a constant wall surface area to an area of 282m
2
 

regardless of the courtyard form proportion. The constant wall surface area is the 
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internal wall surface area of the courtyard. It is heavily considered due to the effect 

they carry on the thermal performance comparing to ground or exterior wall surface.  

In this section, Muhaisen study will record the efficient geometric courtyard ratio in a 

hot arid climate of Cairo. The study will be further elaborate within the solar radiation 

exposure and shading section to relate best the geometric effect on the courtyard 

performance.   

As the wall areas are equal, the sunlit area and shading on the walls are taken as a 

percentage of the total unit area of the walls. The shaded area decreases when R1 

reaches 1 as it's the shallowest form. In Cairo, by ranging R1, R2 value alteration does 

not have an effect, as it would produce an equal amount of wall-shaded area. The 

percentage of shading decreases rapidly when R1 increases from 1 to 5. The most 

efficient values for the hot dry climate in summer and winter of R1 range between 4 

and 8 with 4 representing the deep form and 8 the shallow form. Efficient values of 

R2 are between 0.3 and 0.8, Figure 2.12. 
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Fig.2.12. Rectangular courtyard forms relation between R1 and R2 ratio (Source: 

Edwards et al. 2006). 

 

Koch-Nielsen draws a recommended width of the courtyard that ranges from x to 3x, 

having x the courtyard height, Figure 2.13 (2002, p. 57). Moreover, Laffah states that 

the common proportions of width to length are 1:1:8 and 1:3:6 (cited in Edwards et al 

2006, p.149). Another factor is the courtyard area percentage in relation to built area 

where it is suggested that 25%-30% of the plot is to be open (Reynold 2002, p. 177).  
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Fig.2.13. Width to height relationship (Source: Koch-Nielsen 2002). 

 

Reynolds defines courtyard exposure into two parametric factors, which are aspect 

ratio (AR), and solar shadow index (SSI)(2002, p.16 & 17). Aspect ratio is the degree 

of exposure to the sky, therefore the higher the aspect ratio the greater exposure of the 

courtyard to the sky, hence more solar radiation. AR is calculated as follows 

(Reynold 2002): 

Aspect Ratio =  area of the courtyard floor (m
2
) 

           (Average height of surrounding walls)
 2
(2.1) 

 

Solar shadow index refers to winter sun exposure, where by having a high SSI less 

winter sun reaches the South wall and floor perimeter, hence deeper walls. SSI us 

calculated as follows (Reynold 2002): 

Solar Shadow Index =         South wall height (m) 

               North-South floor width (m) (2.2) 

 

Ratti et al. have studied the environmental performance of three realistic urban forms 

in a hot-arid climate of Marrakesh (2003). All built forms have the same built 

volume, within different forms. The three urban forms are a courtyard, which is a real 

prototype, pavilion 1, which replaces each courtyard with a block, pavilion 2 

integrates four courtyard forms into one block. Figure 2.14 represents the three urban 

forms. The building height is calculated by preserving the total built volume. The 

studied parameters are surface to volume ratio, shadow density, daylight distribution, 
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and sky-view factor. The sky-view factor is the measure of openness of the urban 

form to the sky. Hence, these factors address solar radiation and thermal comfort. 

Ratti et al. observed the study through computer imaging.  

 

 

Fig.2.14. Axonometric representation on a 67.5mx67.5m site of traditional Arabic 

courtyard (left: three floor courtyard) and of two pavilion structures (middle: micro-

pavilion, three floors; right: pavilion, six floors) (Source: Ratti et al. 2003). 

 

The factor of surface to volume ratio results show that the courtyard has the highest 

surface to volume ratio of 0.58 comparing to the pavilions. Thus, the courtyard is 

exposed to heat loss in winter, and heat gain in summer, therefore the form will not 

perform thermally well. By having a maximum surface to volume ratio, the courtyard 

acts as a heat sink and reradiates the heat indoors. Representing the relation, that the 

thermal mass having a positive effect on the thermal performance of the courtyard.  

The sky view factor results interpret that the courtyard form has the least sky view 

factor with a 13.5
o
C temperature. Ratti et al. (2003) acquainted that in a hot arid 

climate context, night and day temperature variations must be taken into 

consideration. As also, radiating temperatures affect thermal comfort. Therefore, 

concluding that low sky view factor are beneficial in such climate, since low sky view 

factor insure an increase in shading and reduction of reflection resulting thermal 

comfort between the open spaces of the courtyard.  
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Hence Ratti et al. study concludes that the climate, built form type, geometry, and 

proportion can change the built form performance and adopt within the climate 

context.  

Therefore, confirming Muhaisen theory that a high aspect ratio (wide and shallow) 

form performs as a sun collector, while a low aspect ratio (narrow and deep) performs 

as a sun protector in hot and dry regions hence enhance cooling resulting into a better 

environmental performance than an extroverted unit block form.  

Configurations of courtyard forms are in relation with several factors, such as the 

urban fabric, orientation, and climatic properties. In hot arid climates, influence the 

urban fabric, as the built form is dense and compact reducing surface areas to be in 

exposure to high solar radiation and provide maximum shading. In addition, 

courtyard house epitomizes with an introverted form that avoids solar heat gain, 

hence providing adequate daylight penetration and shading levels. Modern housing 

units differ in utilizing extroverted courtyard application in hot arid climate, therefore 

exposing the unit to excess solar heat gain. However, configuration should enhance 

cool air movement and develop efficient ventilation through the utilization of the 

courtyard configuration and compact urban fabric, nonetheless, avoiding dusty wind.  

Hakmi (2006, cited in Edwards et al 2006, p.187 & 201) worked on evolving the 

traditional courtyard concept into the modern architectural character. He developed a 

variety of possible contemporary configurations for a single-family courtyard 

dwelling that function efficiently towards the local climatic and cultural needs, Figure 

2.15. 
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Fig.2.15. One and two storey courtyard layouts (Source: Hakmi 2006, cited in 

Edwards et al 2006). 

 

He concluded that: 

Á Combining features of modern architecture with traditional courtyard form 

generates innovative and functional built environment. 

Á The European urban system in terms of detached and row residential units that 

enquire setbacks does not correspond to courtyard housing foundation where a 

compact urban fabric is required.  

Á Dimensional plots of 12 x 12m to 14 x 14m are the optimum size to adopt a 

courtyard form.  

Á Providing a central courtyard with at least closed three sides allows the 

courtyard to provide with effective daylight and ventilation.  

 

2.6.2.Orientation 

 

Built forms interaction respectively to solar angle and prevailing wind direction is the 

fundamental basis of orientation. Although there are conflicts between efficient 

prevailing wind orientation and solar orientation that must be taken into consideration 

and in detailed analysis for each site. Additionally, manipulation of the urban fabric 
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alignment in terms of streets and plot shape delivers effective orientation. As referred 

to earlier vernacular narrow streets and compact form layout minimizes solar 

exposure and increase shading effect, hence shading East and West facades of the 

North-South oriented streets.  

Koch-Nielsen (2002) states that in the case of latitudes closer to the equator such as 

Bahrain, the sun has a high altitude, the North, and South facing vertical surfaces 

receive minimum solar radiation. Therefore orienting large exposed surfaces North-

South. East and West vertical surfaces receive excess heat gain due to the intense 

solar radiation during morning and afternoon periods, which can be contained 

through increasing glazing characteristics, thermal mass and insulation properties. 

Horizontal surfaces are the most exposed to intense solar radiation.  

Along the line of Muhaisen's (2006) earlier study of the geometrical courtyard form 

relation to the environmental performance in different climatic regions, Muhaisen 

have studied the effect of the change of orientation. As the internal walls are 

constantly vertical, the orientation would alter the azimuth angle of the single 

surfaces. Resulting in having some walls constantly in shade and others exposed to 

the solar radiation, affecting the thermal performance. Orientation concerning 

climatic conditions and location affects the experience of maximum shaded area in 

summer and minimum in winter. Therefore, Muhaisen studied the effect of 

orientation by rotating the courtyard. 

The simulation investigated on the courtyard ratio of R1 is 5 and R2 is 0.5. The 

simulation hours were from 7:00 to 17:00 with an hour intervals. The alteration of the 

orientation angle was from 0
 o
 to 90

 o
 in 10

o
 steps, studying the daily performance in 

winter and summer. Minimum shadows are generated when the courtyard is oriented 

along the East-West axis, and as the angle increases the shadow range increases.  

Muhaisen concluded that in the hot arid region, orienting the courtyard long axis 

between the North-South axis and the Northeast-Southwest determines effective 

courtyard performance within all seasons of the year (2006). Figure 2.16 
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demonstrates Muhaisen theory as the sun direction for the regions located by the 

equator, the sun passes overhead resulting the east and west walls receiving the most 

amount of solar radiation.  

 

 

Fig.2.16. Sun path on a longitudinal North-South courtyard (Source: Koch-Nielsen 

2002). 

 

Regarding wind determined orientation to maximize natural ventilation and cool air 

movement, is by orienting the windward side of the building perpendicular towards 

the wind. Orienting the building and the openings at a 45
o
 towards the wind direction 

increases air velocity, which enhances the air movement within the building (Koch-

Nielsen 2002, pg.45). Figure 2.17 demonstrates the improvement of air distribution 

by the suction effect.  
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Fig.2.17. Wind orientation to increase airflow pattern (Source: Koch-Nielsen 2002). 

 

2.6.3.Openings 

 

Courtyard opening size and location enhances the climatic effect as it is in direct 

relation to light penetration, air movement, and heat gain. Locating openings affect 

the structure energy use, heat gain, and loss. Openings that are at a risk of receiving 

high solar radiation are to be limited. Courtyard housing external envelope 

distinguishes with small, above the eye level openings, while the courtyard 

surrounding spaces distinguishes with bigger openings for adequate light penetration 

without heat gain, direct solar radiation, and glare.  

Regarding ventilation, opening arrangements can optimize cooling, air movement, 

and cross ventilation. The average interior air velocity, the volume of air flow, and 

the route of air flow within a courtyard, or an enclosed space is dependable on the 

location and the size of the opening. By having two openings on opposite walls, a 

small opening on the windward surface and large openings on the leeward surface, 

higher air velocity generates. Figure 2.18 shows the effect of air distribution and 



42 
 

speed due to variation in opening size. Having openings in adjacent walls with an 

oblique wind direction air distribution increases with the increase of turbulence. 

Hence, it encourages air mixing and efficient cooling effect within the space. On the 

other hand, having variation in height on the opposite walls develops effective 

distribution of air in the occupied zone. Figure 2.19 shows a vertical section of air 

speed and distribution due to various opening positioning. Not all openings should be 

located near the floor or ceiling because such action prevents an occupied zone to 

have its maximum air velocity. For higher air velocities, some openings should be 

located mid height, or with a combination of high and low openings. Fig 2.20 

presents the difference of interior air velocity and distribution due to opening 

locations. 

 

 

Fig.2.18. Variation of air speed and wind distribution due to openings different sizes 

and location, horizontally (Source: Koch-Nielsen 2002). 
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Fig.2.19. Variation of air speed and wind distribution due to openings different sizes 

and location, vertically (Source: Koch-Nielsen 2002). 

 

 

Fig.2.20. Variation of interior air velocity distribution due to the different opening 

locations (Source: Brown et al. 2001). 

 

2.7. Environmental Dimensions 

 

2.7.1.Solar Radiation, Daylight and Shading Analysis  
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The courtyard proportions and exposure affects the courtyards admittance and control 

of solar radiation, natural daylight within the internal spaces, and shading coverage.  

Experiencing solar radiation extents on an exposed area depends on the latitude, 

altitude of the sun, cloud coverage, the building orientation towards the sun, and the 

aspect ratio of the courtyard. As the sun altitude increases, simultaneously solar 

radiation intensity increases. Cloud coverage affects heat transmittance, where in the 

case of Bahrain; the absence of clouds allows heat to be in a long-wave radiation 

form. Three different types of solar radiation affect the amount of heat transmitted 

into the building, which are direct solar radiation, diffused solar radiation, and 

reflected solar radiation. Radiation affects directly the thermal comfort of the building 

through heat gain. The ways that radiation develops heat gain effect are through 

absorbed radiation that access directly from openings, heat exchange process by 

radiation absorbed by the external building envelope surfaces and transferred into the 

internal surfaces.  

With reference to Muhaisen study earlier, he has studied various effects of sunlight 

and shade on circular, polygonal, and rectangular courtyard geometrical forms 

through IES computer simulation program. However, focus is on Muhaisen studies 

on rectangular courtyard forms as it represents the traditional form. Muhaisen (2006) 

has examined exposure and shading on four different climatic conditions with the use 

of two ratios in order to obtain the optimum sunlit area in winter and wall shaded area 

in summer. These ratios are expressed as R1, which is from 1 to 10, and R2, which is 

from 0.1 to 1 and defined as follow (Muhaisen 2006): 
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R1 =  floor area (m
2
) 

            height (m) (2.3) 

 

R2 =  width (m) 

             length (m) (2.4) 

 

In the case of climate relation, Cairo represents the hot arid climate. The study 

examined the effect of height on the shading performance. To test the effect of height 

variation on the shading conditions of a rectangular courtyard a reference model was 

taken was taken with a R2 of 0.5 and a 3 meter high building. The test was against 

different height ranging from one to five storeys in summer and winter respectively, 

figure 2.21.  

 

 

Fig.2.21. Investigated heights of the courtyards building (Source: Muhaisen 2006). 

 

Results demonstrated that increase in the number of storey, simultaneously increases 

shaded area. Yet, as the sun altitude increases, the relation of height increase and 

shaded area decreases. As the case in Cairo where the average rate of increasing 

shadow due to increasing height in summer in 2.5% and winter -7.5%, Table 2.1. 
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Furthermore, he states that the optimum performance of courtyard in terms of shade 

and exposure during summer and winter season is achievable at the height of two 

storeys, Table 2.2. The wall surface areas are equal, the sunlit and shading area on the 

walls are taken as a percentage of the total unit area of the walls. The percentage of 

shading decreases when R1 increases from 1 to 5. As stated earlier, the optimum ratio 

values during the whole year of R1 ranges between 4 and 8, while R2 ratio values 

ranging between 0.3 and 0.8. He concluded higher courtyard transforming the 

courtyard into a deep courtyard form provides more shading. The geometrical shape 

has greater influence in summer than winter. Consequently, courtyards with deep 

forms provide less solar gain and more shadow in hot climatic regions, hence 

performs efficiently.  

Muhaisen (2006) states that the courtyard can be an efficient modifier to the climatic 

condition when proportioning the courtyard form to ensure adequate shading within 

the summer conditions to decrease cooling needs and solar radiation within the winter 

to increase warmth. Therefore, understanding the link between geometry and 

environmental performance.  

 

Table 2.1. Average rate of increasing the shaded area and decreasing the exposed 

area due to increasing height by one storey (Source: Muhaisen 2006) 
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Table 2.2. Reduction percentage in the maximum achievable shaded and sunlit area 

(Source: Muhaisen 2006) 

 

 

Another study review conducted by Meir et al. (1995) undertook a study on the 

internal shading in summer on two courtyards in a hot arid climate. The courtyards 

are identical in shape and treatment, however are different in orientation: South and 

West, Figure 2.22. The length to width ratio (L/W) is 3.8, and height to width ratio 

(H/W) is between the ranges of 0.47 to 0.56.  

 

 

Fig.2.22. General layout of the monitored courtyards' area (Source: Meir et al. 

1995). 

 

They concluded that direct solar radiation reaches the South-facing courtyard during 

morning and late afternoon hours much less than the West-facing courtyard, Figure 

2.23 and 2.24. However, trapped solar radiation and inadequate ventilation of the 

courtyards resulted overheating, irrespectively to orientation, thus, affecting the 

thermal behavior.  
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Fig.2.23. Internal shading of surfaces in courtyard of different orientation in August 

(Source: Meir et al. 1995). 

 

 

Fig.2.24. Internal shading of surfaces in courtyard of different orientation in 

December (Source: Meir et al. 1995). 

 

Referring back to Ratti, Raydan, and Steemers study on the three urban forms; 

courtyard, pavilion 1, and pavilion 2, in the hot-arid climate of Marrakesh, the 

building form presents interesting results regarding shadow density and daylight 

distribution (2003). Shadow density is taken in the street, while daylight values are an 

average of all ground surfaces. Results concerning the shadow density and daylight 

distribution parameter the courtyard recorded to have the highest value of shadow 
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density. However, overshadowing relates to low direct daylight. Hence, the courtyard 

has the lowest daylight distribution of 15%. However, by taking the courtyard alone, 

observations record that the daylight factor is 19% in the courtyard, while in the street 

its 10%. Therefore, daylight is effective through the courtyard.  

Thapar and Yannas performed a study of how the urban form affects the 

microclimatic conditions within various site locations in Dubai, a climate that is very 

similar to Bahrain. The study was to analyze the microclimate urban form of Deira, 

Bastakia and Dubai Marina in July 2007 (Thapar et al 2008). The study is divided 

into a three states: a compact low-rise courtyard, a mid-rise, and a high-rise building 

form. The study is based on on-site measurements and supported with further 

software simulation investigation and validation. The parameters investigated are the 

built form performance, the presence of vegetation, the presence of water bodies; all 

effecting the thermal comfort of the urban space. 

Each form has a different shading effect for similar built volumes, as Figure 2.25 

shows that a dense development of a courtyard block provides a well-shaded area. 

The shadow cast area increases from the function of the built form; the high-rise 

tower has the least shadow cast, while the dense courtyard has the highest shadow 

cast.   
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Fig.2.25. The area of shadow cast on the ground increases for a constant built 

volume (of 57,120m
3
) as a function of builr form from (a) a 63.5m high tower, (b) 

35.7m high blocks, (c) 21m courtyard blocks (Thapar et al. 2008). 

 

By the analysis of the case studies, in hot arid climate of Bahrain, sunlight projection 

should be towards the South longitudinal elevation that takes in large amounts of heat 

in winter and less amount in summer period, hence benefiting of solar gain in winter. 

A rule of thumb, avoiding heat gain by shading provides thermal comfort. Therefore, 

the introverted form of courtyard reduces exposed surfaces to solar radiation and 

increases shade. However, the geometrical proportion of the courtyard must be 

accurate to develop adequate shade and daylight. Narrow and deep courtyards 

oriented in the East-West direction and elongated in the North-South direction work 

well in hot arid climatic conditions in which they provide shade from the low-angle 

sun in the morning and afternoon period. As the courtyard is in shade for most of the 

day, it will gain heat less and lose heat by outgoing radiation more.  

As for adequate daylight admittance within the internal spaces, the daylight factor 

performs as a guideline. The daylight factor is the ratio between the daylight within 
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an internal space and external at the same time. Daylight coincides with the heat of 

the sun. Therefore, hot arid climate benefits from low daylight factor. For deeper 

daylight penetration, window dimensions ought to be large relative to the floor area, 

hence higher daylight factor that do not comply for hot arid climates. When the 

distance into the room from the courtyard edge exceeds 2.5 times the height of the 

opening, daylight is less that increases the need of electrical lighting. Figure 2.26 is a 

diagram demonstrating that the distance in the internal space that exceeds 2.5 times 

the height of daylight opening, there will be little daylight.  

 

 

Fig.2.26. Daylight penetration from window in relation of window height to the floor 

area (Source: Reynold 2002). 

 

The Illuminating Engineering Society of North America (IESNA) lighting handbook 

has developed codes and standards for indoor spaces in order to provide a healthy 

visual environment. They recommend illuminance for specific visual tasks. 

Controlling daylight provides in controlling light distribution, light quantity, and 

absorbed heat gain. Glare causes discomfort, reduces task visibility, and hinders 

occupant's visibility. Glare can be direct or reflected. Lighting design depends on the 

occupant needs, and activities. The living room activity level selected is sedentary 

and light, as it is a place for relaxation and light activities. The living room space 

includes flexibility of activities ranging from simple to medium tasks. Natural 

daylight should provide general lighting for a range of various activities. The IESNA 

recommends an illuminance level between 200-300 Lux for a permanently occupied 
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area with a visual task set as moderately easy; such as relaxation, dining, crafts, 

reading, and entertainment such as playing the piano or table games (Rea M.S., 

2002).  

Courtyard form may reduce sunlight penetration and glare according other factor such 

as surface color. As the courtyard admits, reflects, and absorbs light, light surface 

color and material may reflect substantial quantity of light towards the walls and 

ceiling that may produce glare. In order to reduce glare within the internal surfaces, 

surfaces around the window opening must mediate between the dark surfaces and 

bright window.  

 

2.7.2.Airflow and Ventilation Analysis  

 

Air movement and pattern into the built form affects the thermal comfort, heat loss, 

and heat gain through the building envelope. Courtyard built form is an effective 

passive strategy for cooling in hot arid climatic regions as they characterize with large 

diurnal temperature swing. A virtue of the courtyard design is that cold breeze is 

available regardless of wind direction as the wind will pass over and create low 

pressure in the courtyard. Exposed areas to the sun and shaded areas are different in 

air density that causes air circulation between the interior courtyard and exterior 

space, and between the interior courtyard and interior space of the building.  

Natural ventilation and airflow is achievable in two forms; cross ventilation and stack 

effect. Cross ventilation is a wind-generated pressure difference by air movement 

from the opening across the space. The stack effect is a temperature-generated 

pressure difference by hot air rising toward the top opening allowing cold air to settle 

at the bottom.  

Due to solar radiation, daytime hours the courtyard heats up quickly creating a stack 

effect due to temperature differences. However, the stack effect will only be effective 

when outside temperatures are cooler than inside with a minimum difference of 1.7
o
C 
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(Kwok and Grondzik 2007, p. 145). On the other hand, another mean to increase the 

stack effect is by increasing the courtyard height and by increasing the distance 

between high and low ventilation openings. It is in recommendation that the openings 

are at different heights with an area for the inlet and outlet not less than 3-5% of the 

floor area (Koch-Nielsen 2002, p.126). Cross ventilation increases by large opening 

leeward surface and small opening on the windward surface. In addition, wind would 

increase within the courtyard and cross ventilation would increase by orienting the 

courtyard 45
o
 from the prevailing wind.  

Orientation and built form configuration effects air movement by the creation of eddy 

zones, Figure 2.27. Nevertheless, courtyard sizing for ventilation and placing 

openings affects the wind speed percentage within the courtyard. Figure 2.28 

demonstrates that wide courtyards have high wind speed in percentage, yet by 

increasing the length of the courtyard the wind percentage also increases. Narrow and 

tall courtyards create wind shelter.  

 

 

Fig.2.27. Configuration and orientation effect (Brown 1985). 
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Fig.2.28. Sizing courtyard for ventilation (Brown 1985). 

 

A wind catching strategy by Giovani is raising the height of the downwind courtyard 

wall (cited in Reynold 2002, p.90). As the wind moves across the lower roof and 

courtyard opening, it will strike the high wall causing the wind to move over and 

creating a down draft that can be enhanced by a lower outlet.  

A study by Sharples and Bensalem (2001) was taken to compare airflow rates in 

atrium and courtyard building. Six different pressure regimes were examined by a 

wind tunnel study, Figure 2.29. The six case models were: 

Á Open courtyard with positive pressure 

Á Atrium pitch roof with no openings driving positive pressure 



55 
 

Á Atrium pitch roof with small openings in the leeward side causing negative 

suction pressure 

Á Atrium pitch roof with large openings in the leeward side causing negative 

suction pressure 

Á Atrium pitch roof with small openings in the windward side causing positive 

pressure 

Á Atrium pitch roof with openings on both leeward and windward side causing 

both negative and positive pressure.  

 

 

Fig.2.29. Courtyard and atrium roof ventilation strategies used in the study (Sharples 

et al. 2001). 

 

They concluded that the open courtyard have weak ventilation performance, while the 

best is when the roof openings are positioned perpendicular toward the wind facing 

negative suction pressures regimes. On the other hand, by placing the building 45
o
 

perpendicular to the wind, the effect of all models become relatively similar. 

Al -Hemiddi and Al-Saud (2001) performed an experiment that asses the cross 

ventilation effect on the thermal performance of the courtyard housing in Saudi 

Arabia, Figure 2.30. 
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Fig.2.30. Plan and section of the courtyard house in Saudi Arabia (Al-Hemiddi et al. 

2001). 

 

The experiment was conducted in six phases, as follows: 

Á Not ventilated courtyard 

Á Only inner windows toward the courtyard are open 

Á Only outer windows are open during night hours 

Á Outer and inner windows are open 

Á Outer and inner windows are open, but the courtyard is covered during the 

day 

Á Outer and inner windows are open, but the courtyard is covered during the 

night 

The measurements concluded that the courtyards internal temperatures did not exceed 

the external temperatures, enforcing the fact that cross ventilation significantly cools 

the internal spaces. In addition, the fifth phases reported to be the best due to its 

largest time lag for maximum temperatures, Figure 2.31. 
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Fig.2.31. Fifth phase is the best for its largest time lag for maximum temperatures 

(Al-Hemiddi et al. 2001). 

 

Another study been performed to investigate courtyard passive cooling effect of 

natural ventilation in minimizing indoor overheating. The study was on a single-

storey high mass building; however, it is in a warm humid climate by Rajapaksha, 

Nagai and Okumiya (2003). An internal courtyard was integrated, and indoor airflow 

patterns were controlled through the composition between the courtyard and envelope 

openings. Indoor airflow patterns effects the heat exchange between indoor air and 

the building thermal mass. For this study, Computer Fluid Dynamics Analysis (CFD) 

was in use. The study compared two cases, Figure 2.32. The first case, the building 

ventilates only by the courtyard and all openings on the envelope are closed during 

daytime. The second case, openings on the longitudinal axis are open during daytime. 

The study identifies that when the courtyard acts as an air funnel discharging indoor 

air to the sky by openings in the envelope, rather than a suction zone, it modifies 

indoor thermal conditions.  
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Fig.2.32. Simulated airflow patterns at human body height 1.1m (Rajapaksha et al. 

2002). 

 

Furthermore, referring back to Thapar and Yannas study of the three different urban 

form effect on their microclimatic condition in Dubai. They have analyzed the airflow 

effect of the urban form of Dubai Marina (high-rise), Deira (mid-rise), and Bastakia 

(low-rise) in July 2007 (2008). Bastakia consisted of compact courtyard form. The 

study simulated the forms as a fixed built volume using Envi-met software to run air 

temperature and air flow. Results in Figure 2.33 shows that the courtyard block has 

the coolest airflow with the courtyard as the coolest area. However, the wind speed 

was lowest and the East and West sides were warm. This may have been due to the 

high level of shading effect of the courtyard form. Nevertheless, the courtyard 

managed to reduce the humidity levels.  
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Fig.2.33. Envi-met predictions of air temperatures for 2.00pm on a July day around a 

constant built volume (of 57,120 m
3
) on a 100x100m site as (a) a 63.5m high 

tower, (b) 35.7m high blocks, (c) 21m courtyard blocks (Thapar et al. 2008). 

 

Regarding natural ventilation and cooling, ventilation needs to be controlled, 

requiring that directing air movement to pass over warm surfaces. Ventilation 

openings should be flexible in operation and may be located at different height for 

stack effect and differing sizes to maximize suction effect. The use of mechanical 

ventilation may be unavoidable in hot arid climates, as it assess the removal of heat 

gain A combination option may be in use where natural ventilation is in use in certain 

period of the year (winter), and active means are in use in other period of the year 

(summer). Mechanical ventilation affects the thermal conditions within the internal 

space and is not affected by any lighting systems or strategies.  

 

2.7.3.Thermal Analysis 

 

The integration of a courtyard within the built form functions as a thermal mediator 

between indoor and outdoor spaces. The building envelope responds to various 

external conditions such as solar radiation, heat gain, and release of heat radiating 

within the building. Thermal control and comfort in a courtyard dwelling is 

achievable by considering many strategies such as effective ventilation and airflow 

patterns, efficient daylight level admittance and absorbance, orientation, built form 
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configuration, thermal mass, high surface area to volume ratio, intermediate spaces, 

and material selection. All factors effect thermal comfort within internal spaces and 

within the courtyard.  

Intermediate spaces in the courtyard such as loggia, which is known traditionally as 

Liwan, act as thermal barriers protecting inward-facing walls from direct solar 

radiation and heat gain. Heat gain can be avoided by obtaining effective balance 

between surface exposure to solar radiation and shadow. Moreover, natural 

ventilation assesses in the heat gain process and heat loss. With adequate natural 

ventilation, heat will be releases substantially resulting thermal comfort.  

The building ability to store and release heat is relevant to the building volume, where 

as the rate to lose or gain heat refers to surface area. Therefore, there is the surface 

area to volume ratio that indicates the rate that the building heats up and cools down. 

To obtain this ratio, divide the total building surface by their volume. The higher the 

ratio is the higher the potential for heat gain during the hot period and heat loss 

during the cold period. On the other hand, high ratio increases ventilation and 

daylight (Raydan et al, cited in Edwards et al. 2006, p.141). 

In hot climate, in the case of Bahrain, the building thermal mass cools down through 

heat radiation during night hours. Thermal mass is slow in cooling and heating air 

temperatures as they increase or decrease. High thermal mass presumes an increase in 

temperature time lag between interior and exterior temperatures. In a courtyard 

dwelling, by increasing the thermal mass of East-West facing walls, heat gain reduces 

and temperature variations balance.  

Materials have thermal properties that affect the space thermal comfort. Material 

thermal properties characterizes as absorbance, reflectance, and emissivity. A high 

reflective material reduces heat gain and high emissive material increases heat loss 

during night hours.  
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Aldawoud (2008) have analyzed the thermal performance of courtyard buildings. The 

assessment considered several factors that are climate, height ranging from 1 to 10 

floors and various glazing types. The analysis performed on the courtyard and its 

adjacent zones, Figure 2.34.  

 

 

Fig.2.34. Excluded common components for both models (Source: Aldawoud 2008). 

 

The study findings were that integrating the courtyard within a building in various 

climates is thermally comfortable and energy efficient. Hot arid climate presented an 

increase in energy reduction, hence, proving the courtyard efficiency of being 

thermally comfortable by reducing the use of mechanical and lighting systems. 

Moreover, as materials do affect thermal comfort, glazing type and percentage proved 

to affect the thermal performance and comfort of the courtyard. As Table 2.3 views 

reduction in energy consumption in terms of mechanical and electrical systems to 

mitigate the thermal comfort. Moreover, courtyard is found to be in its optimum 

efficiency in low and midrise building levels.  
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Table 2.3. Courtyard thermal performance compared with thermal performance of 

courtyard having single clear glass with 67% glazing at 10 floors in hot-humid 

climate (Source: Aldawoud 2008) 

 

 

 

Sadafi N. et al. (2008) have studied the thermal effect on the adjoining zones of 

having a courtyard in a tropical climate of Malaysia. The house consists of a ground 

and first level. The study is through computer simulation by the use of Ecotect 

Analysis. The material input for the house is from Ecotect library. The thermal 

performance investigation was conducted for March, June, and December. The first 

mode A was the house without a courtyard. The second mode B was the house 

integrated with a rectangular courtyard with 2.2x2.5m dimension. Figure 2.35 and 

2.36 demonstrates the temperature difference between mode A and mode B in June 

and December.  

 

 

Fig.2.35. Temperature difference between mode A and B for living are in June 

(Source: Sadafi N. et al. 2008). 
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Fig.2.36. Temperature difference between mode A and B for living are in June 

(Source: Sadafi N. et al. 2008). 

 

The thermal performance of the living room demonstrates a decrease in temperature 

in both months. However, solar gain will increase, increasing the solar heat in the 

dining area since it does not have enough openings to release, hence increasing inter-

zonal heat gain of the living area. Results illustrate that integrating a courtyard will 

enhance the thermal conditions by increasing natural ventilation and internal heat 

release through window openings. Therefore, by having openings both to the internal 

courtyard and outdoor will experience a better thermal condition, than having an 

opening only toward the courtyard.  

 

2.8.Contemporary Dimensions 

 

Vernacular architecture are hybrids of indigenous and foreign typography that change 

and adapt, establishing a national identity of their own that should adapt with the 

interchange of the present world (Curtis 2001, p.74, cited in Edwards et al. 2006). 

Conversely, the urban and architectural design of modern cities does not present the 

application of Curtis statement, as well as considering vernacular architecture as old 

disregarding their passive design strategies, valued principles and guidelines that 

present the courtyards environmental and social legacy. Essential factors that sculpt 

the built form such as climate are overlooked, as evidenced by Bahrain's 
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contemporary typology of westernized freestanding units in the centre of exposed plot 

with the extensive use of glazing, and having internal halls replace the 

multifunctional courtyard context.  

On the contrary, the built environment requires designers to benefit from vernacular 

studies and their offering solutions in providing comfort. Courtyards have not been 

developed into contemporary formats, as they are neglected due their representation 

of heritage and to globalization standards. Courtyard typology must reposition 

beyond the superficial distinction of traditional and modern. It is essential to develop 

environmentally efficient courtyard housing compatible with modern developments. 

There are few examples of attempts in revitalizing the courtyard concept. Such 

examples are the Al-Nakheel district in Riyadh, and a Dean's residence in the campus 

of the American University of Sharjah, in the United Arab Emirates (Edwards et al. 

2006). Those two projects demonstrate successful interpretations of courtyard 

integrations in a modern built form in a hot arid climate such as Bahrain.  

The Al-Nakheel project developed a residential community with approximate 500 

residential units, Figure 2.37. The unit plots vary between 179sqm to 1475sqm. They 

consist of a ground and first floor. There are three types of units differing in their 

privacy scale. In the first type, the designer adopted the conventional courtyard 

centrality within the built form with internal spaces surrounding the courtyard. The 

second type, the designer employed three connecting courtyards and each represents a 

different scale of privacy. The first courtyard is the entrance courtyard, the second 

articulates the men reception area, and the third articulates the women's area that is 

set at the back of the residence. The third type of courtyard is similar to the second 

type, yet it has a higher scale of privacy, where the third female courtyard is enclosed 

on three sides.  
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Fig.2.37. Al-Nakheel contemporary courtyard housing (Source: Abdelsalam 2006, 

cited in Edwards et al 2006). 

 

The Dean's unit in the American University of Sharjah reconsidered the attributes of 

the courtyard in terms of courtyard thermal comfort, transition spaces between the 

courtyard and the interiors, public and private space treatment, facade treatment, and 

view arrangement throughout the house, Figure 2.38. The courtyard is oriented 

toward North-East, and placing the entrance at the South-West facade. The facade 

opposing the street does not attempt of direct viewing or entry into the house. The 

visitors have to turn 90
o
 to enter the reception area and another 90

o
 to access private 

areas. Corresponding to the traditional house and entrance form, visitors have a 

narrow view of the courtyard as they progress to the reception area. Figure 2.39 

demonstrates the house plan showing the transition space arrangements.  

 

 

Fig.2.38. Dean's contemporary courtyard housing, American University of Sharjah 

(Source: Mitchell, cited in Edwards et al 2006). 
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Fig.2.39. Contemporary courtyard house plan (Source: Mitchell, cited in Edwards et 

al 2006). 

 

The facade treatment also reinterprets the traditional courtyard system by its 

volumetric expression, massive walls, and integration of deep openings and niches. It 

has three integrated elements, which are an outermost blank wall that surrounds the 

house and open for light to access, a recessed stone-faced wall that defines the private 

spaces, and a stone face volume that represents the public functions. The space 

between the outermost blank wall and the public volume provides a shaded transition 

that mediates between the harsh glare of the exterior and interior natural light, hence 

reinterpreting the entry sequence of conventional courtyard.  

Moreover, the unit relies on staggered wall surfaces on the South-East and South-

West facade to reduce their exposure to solar radiation, as an alternative of relying on 

thermal mass to mediate the microclimate. Facade openings are small and recessed, 

and the facade is surrounded by arcade (loggia) having the inner facade glazed to 

allow adequate daylight, Figure 2.40. Glazing is operable to be open for ventilation 
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and circulation. Non-reflective materials are in use for the floor to reduce heat gain 

and glare.  

 

Fig.2.40. Internal courtyard facade showing arcade and internal arrangement of 

openings (Source: Mitchell, cited in Edwards et al 2006). 

 

2.9.Summary of Literature Review Findings 

 
Bahrain modular housing units have been analyzed in terms of plot area, openings, 

height, and material specifications. Previous studies on courtyard house typology 

presented the courtyards role, characteristic, and functionality in addressing its 

historical, social, and cultural, design parameters, and environmental aspects. 

Environmental performance studies are represented expansively, in terms of solar 

radiation, daylight, shading, ventilation, and thermal parameters. Additionally, 

studying the courtyard's environmental performance in relation to the courtyard's 

design principles; geometry, form, configuration, orientation, and openings.  

The courtyards main role and functions are: 

Á An environmental moderator enhances the interior climate through mitigating 

excess solar radiation, and have adequate source of light and natural 

ventilation. Also, protects the space from dust and sand.  

Á  A secluded safe external space that creates a private shelter zone for 

recreation and management needs.  
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The major findings of the revised studies are: 

Á The climatic issue of Bahrain of having high humidity can be mediated by the 

hot arid and humid climatic context, as evidentially through the studies the 

finding strategies were very similar in attributes, such as utilizing cross 

ventilation design.   

Á Regarding the effect of height on courtyards environmental performance, the 

ideal height must not exceed 10 storey levels (Aldawoud 2007). In addition, 

the integration of a courtyard within a dwelling is optimum for low-rise 

structures within a hot arid climate context.  

Á In terms of solar radiation, daylight, and shading, the findings are as follows: 

o Form and geometry effects the courtyard solar radiation penetration 

and shading levels. Therefore, the recommended form for Bahrain's 

climate is a low aspect ratio form, which is a narrow and deep 

courtyard (Muhaisen 2006, and Muhaisen and Gadi 2005).  

o Compact and dense built form to provide maximum shading. 

o In terms of semi-enclosed courtyard, providing a central courtyard that 

is enclosed from three sides will provide adequate light and ventilation 

(Hakmi 2006, cited in Edwards et al 2006). 

o Orientation affects the courtyard exposure to solar radiation. Muhaisen 

concluded that large exposed surfaces should be towards the North-

South, having the long axis between North-South and Northeast-

Southwest that is effective all year long (2006).  

o Openings should be small with low daylight factor in the hot arid 

climate. 

Á The percentage of courtyard area in relation to the structural built plot is 

between 25%-30%.  

Á In terms of airflow patterns and ventilation, the findings are as follow: 

o By increasing the courtyard height, and distance between high and low 

ventilation openings, the stack effect of the courtyard will increase. 
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o Cross ventilation increases interior thermal comfort. It can be 

increased by having large openings on the leeward surface and small 

on the windward surface.  

o Cross ventilation and wind speed can increase by orienting the 

courtyard at a 45
o
 angle from the wind. 

o By increasing the length of the courtyard forming the structure into a 

narrow form, the wind percentage within the courtyard would increase 

creating wind shelter. 

Á The thermal performance is obviously affected by the building principles in 

terms of airflow patterns, heat gain, daylight accessibility, and shading levels. 

By increasing the thermal mass of the East-West facing walls, heat gain will 

decrease.   

With thorough review of previous scientific papers and books in the field of courtyard 

archetypal form, several restrictions and limitation were identified. Studies lacked 

sufficient investigations and findings regarding the environmental performance of 

semi-enclosed courtyard typology proposals. Many of the investigations were 

studying the traditional fully enclosed courtyard lacking some investigating of 

different shapes and configurations of the courtyard built form. The previous findings 

will present as guidelines and principle indicator to be in application for this study 

and develop a baseline model. Bahrain building regulation and specification on their 

modular housing units will be in application within the study.  
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 Introduction  

 
Passive systems and designs lost their recognition to active systems due to their 

relation of being a non-modernistic approach. The present architectural development 

does not provide comfort within the hot climate. This study is set on the basis of 

previous study findings and recommendations in terms of environmental performance 

analysis of courtyards. This chapter will define the parameters and the effect of 

various variables that the study investigation establishes on, and various 

methodologies employed to similar research topics in order to determine the best 

effective methodology to be in conduct in this study.    

 

3.1.Study Proposal 

 
This study will examine the performance of low-rise semi-enclosed courtyard 

housing within Bahrain's hot arid climate with respect to the assessment criteria and 

variable parameters. The assessment criteria measuring the parameters are natural 

daylight, shading, solar radiation, thermal comfort, and ventilation. The parameters 

are the courtyard shape, opening orientation, and active system, Table 3.1. Any other 

effecting variable are fixed on both courtyard forms in terms of height and materials, 

with respect to Bahrain's housing floor levels (2 storey's) and Bahrain's material 

specification. The courtyard size is fixed by adopting the traditional common 

courtyard size according to the literature review; the courtyard area percentage in 

relation to the built area is 25% to 30% of the plot. Fixed variables allow 

investigating the effect of the independent variables only to observe the outcome of 

the simulation; that are the dependent variables. Active system relation to the two 

assessment criteria: thermal comfort and airflow is due to the effect it has on cooling 

and heating on the two measures only. Active system does not affect daylight, solar 

radiation, or shading measures. The study methodology compares the fully enclosed 

introverted courtyard housing form to the introverted semi-enclosed courtyard 
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housing form, Figure 3.1. The traditional courtyard form will be referred to as 

Courtyard-T, and the semi-enclosed courtyard will be referred to as Courtyard-S.  

 

Table 3.1. The parameters in relation to the assessment criteria  

Independent 

Variable/Parameter 

 

Courtyard Shape 

 

Opening 

Orientation 

 

Active System 

Assessment 

Criteria  

Natural Daylight  x x  

Shading x x  

Thermal x x x 

Solar Radiation x x  

Airflow  x x x 

 

 

 

 

 

 

 

 

 

 

Fig.3.1. Comparison between the traditional courtyard form and semi-enclosed 

courtyard form 

 

The selected variables will be assessing in both courtyard forms: Courtyard-T and 

Courtyard-S. The assessment will occur on an indoor space: the living room, and an 

Traditional Courtyard Form 

(Courtyard-T) 

Semi-enclosed Courtyard Form 

(Courtyard-S) 

Natural Daylight 

Shading 

Thermal Comfort 

Solar Radiation 

Airflow  
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outdoor space: the courtyard. To study the effect of the independent variables of the 

courtyard housing form on the indoor space, natural daylight, and thermal comfort 

will be assessed. However, to study the effect of the variables on the courtyard form 

environmental performance, solar radiation, shading, and airflow will be assessed. 

The assessment will occur on different timing and season for each orientation. The 

hours of assessment are at 9 O'clock in the morning, 12 O'clock noon, and 3 O'clock 

in the afternoon. The days of assessment are on the summer solstice June 21
st
, and 

winter solstice December 21
st
.  

The study steps are as follows: 

Á At first, convert the extroverted Bahrain modular housing form into a 

traditional introverted fully enclosed courtyard-housing form. The given 

model is oriented North. The converted form is referred as Courtyard-T. 

Courtyard-T form will have the same built-up dimensions as the modular 

housing, including the courtyard area. Therefore, the courtyard area 

percentage will deduct from the built area. The options between 25% and 30% 

will be studied to decide the ultimate courtyard area. Courtyard-T form will 

adopt the exterior openings of the given model and will add additional 

windows on the walls facing the courtyard. Moreover, the additional windows 

will have the common window size of the given model of the modular 

housing, which is 1.2mx1.6m. The living room will be in place in the same 

position in the given model of the modular housing. The courtyard house form 

will be modeled without the boundary walls; however, the boundary wall will 

exist as a recess between housing to follow Bahrain building regulations.  

Á Secondly, test the fixed variables on the traditional fully enclosed courtyard 

form to compare Courtyard-T and Courtyard-S optimum environmental 

performance and investigate the appropriateness of having a semi-enclosed 

courtyard form within the hot arid climate context, Table 3.2.  

Á Thirdly, develop a semi-enclosed courtyard form through the application of 

the varying parameters and testing their effect on the living room and 
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courtyard performance, Table 3.3. Courtyard-S will have equal built-up area 

as Courtyard-T.  

Á Lastly, after achieving the optimum semi-enclosed courtyard performance, 

compare both form performances.   

 

Table 3.2. Matrix of variables of Courtyard-T model  

Parameter/Variable  

Courtyard Shape 

Opening 

Orientation 

 

Active System Space 

 

Living Room 

Fully Enclosed N/A A/C on in summer 

A/C off in winter 

Courtyard  Fully Enclosed N/A Natural Ventilation 

 

Table 3.3. Matrix of variables of Courtyard-S model  

Parameter/Variable  

Courtyard Shape 

Opening 

Orientation 

 

Active System Space 

 

Living Room 

2 shapes North, South, West 

for each courtyard 

shape 

A/C on in summer 

A/C off in winter 

 

Courtyard  

2 shapes North, South, West 

for each courtyard 

shape 

Natural Ventilation 

 

Variable 1: The courtyard shape 

The model is assessing into two different courtyard shapes to demonstrate the effect 

of different openings of a semi-enclosed courtyard. The first shape is a U-shape, and 

the second is a C-shape. Each shape will be assessing for every orientation and active 

system mode. Hence, one shape will be fixed to test its effect on all other variables 

for both seasons and all timings. The size of the courtyard will be fixed for both 
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courtyard shapes. Nonetheless, the courtyard shape will maintain the recommended 

shape for hot-arid climate by having a longitudinal-narrow shape. The options will be 

looked up between 25% and 30% to decide the ultimate courtyard area.  

Variable 2: Opening orientation 

The courtyard model opening of the different shapes will be assessing on different 

orientations. The opening orientation vary from North, South, and West to evaluate 

the impact of orientation with respect to sun and wind on the shape of the courtyard 

into delivering best natural lighting levels, thermal comfort, and effective ventilation. 

The East orientation will not be studied due to several reasoning. First, due to the 

similar measurement results between the East and West orientation. Second, since the 

operational hours of the living room is mostly within the afternoon hours, which is in 

relation to the social life of the people where most women in Bahrain are workers.  

Variable 3: Active system mode 

As in, a hot arid country as Bahrain, active systems in summer are always in function 

to modify thermal comfort. Therefore, for the study the air conditioning system will 

be on during the summer season for all examining hours.  

 

3.2.Study Methadology 

 
In order to investigate and test courtyard environmental performance, many research 

methodologies have been in application. All methodologies have their positive and 

negative attributes. However, their functional application depends on the research 

aim, objectives, parameters, variables, and the study resources in terms of period, 

equipment, and labor. Present technology assesses findings of high accurate results. 

Such research methods are numerical, computer simulation, and field experimental 

methodology. Each methodology will be explored with respect to their advantages 

and disadvantages to determine the most suitable research method applied for this 

study.  
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3.2.1.Numerical Method 

 
The numerical method employs empirical equations to analyze the courtyard 

environmental performance; solar radiation, shading percentage, daylight penetration, 

airflow, and thermal effect in any climatic condition and site location. Data and 

measurements of the courtyard have to be collected to formulate the numerical 

equation and input data for analysis. In the equations the variables are defined and in 

control. The numerical methodology is at the risk of human error within any stage of 

collecting, formulating, or processing the data. It is a time consuming methodology 

and the results have to be validated. Through this methodology, some difficulties 

might encounter such as the difficulty of taking measurements for a specific time of 

the year or all year long, and result accuracy.  

Safarzadeh & Bagadori (2005) investigates the passive cooling outcomes of 

courtyards by the application of the numerical method. The analysis focuses on the 

thermal aspects in terms of airflow, solar radiation, solar absorption climatic 

conditions, heat transfer, water vapor, soil evaporation. The equations are formulated 

by collecting and inputting data of the location latitude, sun altitude, solar hour and 

angle, and hourly ambient air and sky conditions. Then the equations developed 

through calculating the wind flow and pressure. On the other hand, the process 

required computer analysis in order to compare energy and cooling measures, and 

validate and finalize the findings.  

 

3.2.2.Computer Simulation 

 
Computer simulation is an extensive tool utilized for research and analysis within the 

design and construction field. It replaces mathematical equations and field 

investigation. Computer simulation replicates and represents the real world conditions 
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in terms of climatic conditions, site location, orientation, and materials. Using 

software tools it allows to study various parameters, variables either classified as 

physical or environmental, various built form either conceptual or realistic models in 

a short frame of time. Moreover, computer simulation eases and allows the study in 

differing scenarios in terms of location, orientation, climate, and form. Additionally, 

at the present time, different environmental, architectural, rendering software are 

compatible and user friendly such as AutoCAD Architecture, 3D Max, Revit, Ecotect 

Analysis, Integrated Environmental Solutions (IES), RADIANCE, and Google 

Sketch up.  

Muhaisen (2006) have used IES computer simulation extensively in his courtyard 

studies of thermal performance, solar radiation, and shading performance within 

different climatic and physical conditions such as Rome, Cairo, Kuala Lumpur, and 

Stockholm. Through his studies, different parameters and variables were looked at 

such as form, proportion, materials, energy consumption, and efficiency. All  analysis 

were performed in ease. However, in order to use IES, the requires a period of time to 

learn the software, which in the case of this study time is limited.  

 

 3.2.3.Field Experimental 

 
The field experimental methodology analyzes the courtyard environmental conditions 

in direct relation to the real world. Therefore, there is the risk of facing environmental 

conditions that maybe are conscious or unconscious of. This methodology holds on 

some restrictions such as repeating the process of the collecting and analyzing data, 

restriction to a climatic condition, results are not applicable to any other situation in 

terms of courtyard form or region. This process requires a long period of time that 

consumes energy and resources. Furthermore, some shortages may affect the method 

such as availability of the technology and equipments. At the end of the experiment 

there is a need to validate the results through an additional method such as computer 

simulation.  
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Tsianka (2006) performs an experimental study in Athens by the usage of high 

technological instruments. The study is to analyze the courtyard performance in terms 

of reducing the cooling load and its cross ventilation performance. The field 

experiment is undertaken on each site by analyzing solar radiation and absorption, 

and the indoor and outdoor temperatures. The study requires a long period to conduct 

and evaluate the results. Through the process of the experiment, validating the 

weather profile and re-checking the results was required. Thus, the study is restricted 

and cannot repeat the process and results due to the external changing factors.  

 

3.3.Selected Methadology 

 

Based on the comparison on the differing methodologies with respect to their 

advantages, disadvantages, and the study's parameter and variable, available 

resources and timeframe in order to conduct the study, computer simulation 

methodology will be in use. The computer simulation method will be in use to test 

and compare the traditional courtyard form and the semi-enclosed courtyard form in 

terms of their environmental performance at all stages; modeling the courtyard 

models, testing the range of parameters and variables, and comparing and analyzing 

the test findings.  

This methodology will be applicable due to its advantageous offerings listed as the 

following: 

Á It is flexible in developing any form of model that a study requires for 

conducting the research. 

Á The software validity that can produce efficient and feasible results to be 

translated into the real world. 

Á Testing and inputting various parameters and variables to be tested at any 

climatic condition.  

Á The benefit to simulate any scale of project.  
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Á Various range of affordable software.  

Á Compatibility between diverse software applications.  

Á It has a comprehensive simulation process that can calculate various factors. 

Á Prompt and saves time in producing the research results. 

Hence, indicating that computer simulation is a compelling and efficient method. 

However, for any study to achieve positive and accurate results, the software 

selection has to be carefully done.  

 

3.4.Selected Software and Validity 

 
Software selection is sensitive where every software has different limitations, 

restrictions, capabilities, and functionality that have to be looked at to meet with the 

testing of the study parameters in order to visualize and simulate the courtyard 

performance within the context of its environment. The requirement for this research 

is software that is capable to measure and simulate micro-climatic condition of an 

outdoor courtyard space, and an indoor context. Software capable of simulating 

outdoor and indoor is Integrated Environmental Solution (IES), and Ecotect Analysis. 

For this study the following simulation software and plug-in will be in use: Ecotect 

by Autodesk, RADIANCE plug-in, and WinAIR4 plug-in. Secondary software used 

is AutoCAD Architecture for simple building design configuration and layout.     

Autodesk® Ecotect® is sustainable design analysis software. Ecotect analysis 

performs a vast range of simulation analysis that can improve and provide designers 

competent in designing a sustainable built environment. It is a comprehensive 

detailed sustainable tool. The software capabilities are as the following: 

Á It can draw models that replicate real world models or new conceptual 

models.  

Á It can integrate data model from different software such as Auto CAD, Google 

SketchUp, and 3D MAX.  

Á It can analyze models of any climatic region at any location. 
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Á It can display the sun path and position relative to the model at any location, 

time, and date.  

Á It can calculate and visualize solar radiation on the model surfaces. 

Á It can analyze the thermal performance of the model by calculating the 

cooling and heating load and analyze the effect of occupancy.  

Á It can calculate the illuminance level and daylight factors. 

Á It can estimate the water consumption. 

Á It can analyze the building energy consumption and carbon emissions.  

Á Inputting and extracting data is an easy process.  

Á It has the compatibility of integrating plug-ins to perform other studies such as 

WinAIR4 for airflow computer fluid dynamics, and RADIANCE for lighting.  

Researchers that have similar research topics have selected Ecotect Analysis as the 

simulation tool such as Sadafi N. et al. (2008) that utilized the software to simulate 

the thermal and shading performance of the courtyard in a terrace house in Malaysia. 

They stated that Ecotect is a compelling tool that simulates the environmental 

performance of the built form. Moreover, it is a tool with accurate, simple, and 

visually responsive analysis performance (Sadafi N. et al. 2008). A wide range of 

data tables can be exported to AutoCAD, EnergyPlus, RADIANCE, WinAir4, POV 

Ray, VRML, and more. Marsh 2003 states that Ecotect is an inclusive building 

environmental and design tool, which conveys a broad range of simulation and 

analysis, functions to depict the way that a building would perform (Sadafi N. et al. 

2008).  

Other researchers have also chosen Ecotect Analysis simulation tool for their studies 

such as Khaled Al-Sallal (2007) that also used RADIANCE to study daylighting 

levels and glare in a new university architectural department building in the Al-Ain 

University. Kharrufa and Adil (2008) used it to study the thermal performance of a 

room. Kruger and Dorigo (2008) used Ecotect to investigate daylighting for various 

building orientations in order to improve the public school room's daylighting level 
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and thermal performance. Alexandria and Jones (2008) studied the shading pattern of 

the canyon geometry at different climatic regions.  

RADIANCE  is a lighting simulation engine that calculates daylight factors and 

illuminance lighting levels. It uses ray tracing to perform the calculations. 

RADIANCE pioneered high dynamic range imaging. It uses the Monte Carlo method 

to sample the light falling on an exact point. It can work as an underlying simulation 

engine for other software package such as Ecotect Analysis.  

Calcagni and Paronicini (2004) have used RADIANCE tool to study the daylight 

conditions on the atrium and its adjoining spaces. They stated that RADIANCE is 

widely used due to its scientific validity and study measures. Moreover, according to 

Hviid et al (2008), in his research paper he stated that of all lighting simulation tools, 

RADIANCE is extensively validated competitive program in its functionality that 

serves accuracy.  

WinAir4  is a Computational Fluid Dynamics method developed internally by the 

Cardiff University. It carries out detailed simulations of airflow patterns of the 

environment with respect to the design. Additionally, it produces accurate results that 

support the model in terms of air pressure and cell temperature. However, concerning 

the generated output of WinAir velocity flow vector is not precisely accurate and 

fully reliable. Therefore, the generated output information is to be overlaid with other 

accurate velocity and frequency data as reference such as the wind rose of the country 

that is generated from Ecotect weather tool. Yet, it is a simple plug-in and user 

friendly. Other options are very much complex. Alexandria and Jones (2008) used 

WinAir4 to study the air velocity in the canyon.  

 

3.5.Summary of Study Methadology 

 
In conclusion, to analyze and approach the best courtyard form that serves the hot 

arid climate context, a process of comparison simulation between Courtyard-T and 
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Courtyard-S will be taken, with respect to the selected variables. However, before 

processing this comparison, the optimum Courtyard-S is to be selected by simulating 

the varying variables. The selected methodology to perform the investigation is 

computer simulation, due to its advantageous measures that serve the study's time, 

resources, and manpower. Likewise, the computer simulation software selected is 

Ecotect Analysis, with the integration of RADIANCE due to its substantial validation 

and WinAir due its simplicity. In the following chapter, a detailed methodology 

process and simulation of the study aim and objective is in construction within the 

software allowing the study of the effect of the parameters.  
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Introduction  

 

This chapter will explain the simulation process right through results of the analysis 

were extracted in order to understand the parameters effect on the proposed built 

forms. An analysis of Bahrain's weather data will be investigated thoroughly to 

comprehend the performance of the building within Bahrain's climatic context. 

Further on, the models of the simulated buildings are going to be developed in order 

to perform the simulation assessments on them. The simulation process will 

encounter all assessments with respect to the parameters; fixed and variable.  

 

4.1 .Bahrain's Weather Data for Simulations 

 

Within this section, to analyze and understand Bahrain climate, the weather data of 

Bahrain are extracted from the computer simulation software Ecotect Analysis using 

the weather tool. The weather data is set to Bahrain International Airport.  

Figure 4.1 and 4.2 shows the weekly average temperature and humidity levels. The 

highest temperatures range from 9 in the morning to 4 in the afternoon with 

temperatures ranging between 30
o
C to 45

o
C. While between those hours, the 

humidity levels decreases.   
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Fig.4.1. The weekly average temperature of Bahrain (ECOTECT). 

 

 

Fig.4.2. The weekly average humidity of Bahrain (ECOTECT). 

 

The hourly dry bulb temperature starts to increase around the month of April, 

reaching its peak in June-July-August, and decreases in October, as shown in Figure 

4.3. The dry bulb temperature gets in the thermal comfort zone from November to 

December and March to May. The rest of the months, temperatures are above the 

comfort level.  
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Fig.4.3. Hourly Dry Bulb Temperature of Bahrain (ECOTECT). 

 

The most frequent prevailing wind is from North, North-West, and North-East, 

Figure 4.4. Figure 4.5 illusrtates the highest temperatures of the prevailing wind are 

blown from South-East and South-West. During the summer season, a dry hot South-

West wind blows sand clouds known as qaws, while in winter prevailing South-East 

wind brings damp air known as the shamal. The highest frequency temperatures 

coming from the north-west are at 25
o
C with a percentage of 2.8%. The overall wind 

temperatures range from 20
o
C to 30

o
C. Precipitation is very low with an average of 

72mm per year. 

 

 

 

Fig.4.4. Bahrain wind rose showing the frequent prevailing wind from North, North-

West, and North-East of Bahrain (ECOTECT). 
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Fig.4.5. Bahrain wind rose showing the temperature of the prevailing wind of 

Bahrain (ECOTECT). 

  

The duration of the average annual sunshine is 9.5 hours per day. Figure 4.6 shows 

Bahrain's annual incident solar radiation. The peak months with most annual solar 

radiation are from May to August, and then decreases from November to February. 

The average annual solar radiation measurement on a horizontal surface is 

461.23kWh/m
2
. The underheated period solar collection reads 72.74kWh/ m

2
. While, 

the overheated period solar collection reads 161.62kWh/ m
2
.  
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Fig.4.6. Bahrain annual incident solar radiation of Bahrain (ECOTECT). 

 

Orientation assess in the performance of the building. In Bahrain, the following 

figures represent a stereographic diagram of the solar position. Figure 4.7 

demonstrates the sun position in 21
st
 of June at 9 O'clock in the morning, at 85.8

o
, 

54.1
o
. Figure 4.8 demonstrates the sun position in 21

st
 of June at 12 O'clock at noon, 

at -119.0
 o
, 84.3

o
. Figure 4.9 demonstrates the sun position in 21

st
 of June at 3 O'clock 

at the afternoon, at   -82.1
 o
, 44.4

o
. Figure 4.10 demonstrates the sun position in 21

st
 of 

December at 9 O'clock in the morning, at 139.7
 o
, 27.8

o
. Figure 4.11 demonstrates the 

sun position in 21
st
 of December at 12 O'clock at noon, at -172.4

 o
, 39.8

o
. Figure 4.12 

demonstrates the sun position for 21
st
 of December at 3 O'clock in the afternoon, at -

172.6
 o
, 39.9

o
. 
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Fig.4.7. Solar Position in 21

st
 of June at 9 O'clock in the morning (ECOTECT). 

 

 
Fig.4.8. Solar Position in 21

st
 of June at 12 O'clock at noon (ECOTECT). 

 

 
Fig.4.9. Solar Position in 21

st
 of June at 3 O'clock at the afternoon (ECOTECT). 
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Fig.4.10. Solar Position in 21

st
 of December at 9 O'clock in the morning 

(ECOTECT). 

 

 
Fig.4.11. Solar Position in 21

st
 of December at 12 O'clock at noon (ECOTECT). 

 

 
Fig.4.12. Solar Position in 21

st
 of December at 3 O'clock at the afternoon 

(ECOTECT). 

 

Psychrometric chart represents the condition of air at a specific location. It describes 

the relation between Dew Point, Air Volume, Enthlapy, relative Humidity, Vapor 

Pressure, Wet Bulb Temperature, and Dry Bulb Temperature. The human thermal 
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comfort zone is defined within the chart without the need for additional cooling 

ventilation system. When the built environment implements simple considerations, 

comfort levels increase, such as natural ventilation. Bahrain's psychrometric chart 

shows the lack of outdoor comfort zones in summer unless natural ventilation is 

incorporated within the design that extends the comfort level. Figure 4.13 and 1.14 

represents the extended comfort levels achievable when natural ventilation is 

implemented in summer and winter.  

 

 

 

Fig.4.13. Psychrometric chart of Bahrain in summer (ECOTECT). 
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Fig.4.14. Psychrometric chart of Bahrain in winter (ECOTECT). 

 

4.2.Building Models Study 

 

Two different courtyard configurations are simulated. The first form is the fully 

enclosed courtyard representing the traditional courtyard form. The second form is 

the semi-enclosed courtyard representing a developed form from the old courtyard 

form. Consecutively, to perform the study, first the extroverted Bahrain modular 

housing as a three-dimensional model is modeled. All structures are modeled through 

the Ecotect Analysis software. Sequentially, to compare both forms Courtyard-T and 

Courtyard-S, first the percentage of the courtyard is to be determined, with regards to 

the literature review findings. The courtyard ground area is fixed in both courtyard 

forms. Following that is, modelling the building structures: the converted courtyard 

form Courtyard-T, and the two semi-enclosed courtyard form Courtyard-S. Many of 

variables interconnect and affect the built form performance; therefore, some 

variables are assigned as constant. All models have the same building materials 

applied from the Bahrain building regulation. Courtyard-T and Courtyard-S will have 

the same exterior window openings that the extroverted modular house; however, 

they will have additional window openings looking upon the courtyard internal walls. 
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This is to ensure that only the courtyard form and orientation affects the 

environmental performance. Bahrain weather file is loaded into Ecotect software to 

analyze close to realistic results.  

 

4.2.1.Bahrain Modular House 

 

The common modular housing form in Bahrain is in representation to be converted 

into a courtyard form. As the housing characteristics been discussed earlier, it is a 

low-rise building consisting of a ground and first level each are 3.17m in height. The 

dimensions are 8mx12.8m with a ground floor built up plot area of 102.4m
2
, with a 

6.34m in height without the roof and roof staircase. The total height with the roof 

staircase is 10.56m. The house has two different roof levels, along the East side of the 

house its 1.65m and the West side its 2.05m. The living room floor area is 17.27m
2
. 

Table 4.1 lists down the window opening sizes for the spaces. There are a total of 11 

window openings. Figure 4.15 and 4.16 demonstrates the modular house floor plan 

and building elevations.  

 

Table 4.1. Window Opening Dimensions 

Internal Space Window Opening Size 

Rooms 1.2mx1.3m 

Kitchen 1.1mx1m 

Bathrooms 0.6mx0.8m 
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Fig.4.15. Bahrain modular housing floor plan (courtesy to Housing projects 

Planning & Design Directorate, Kingdom of Bahrain). 

 

 

Fig.4.16. Bahrain modular housing elevation (courtesy to Housing projects Planning 

& Design Directorate, Kingdom of Bahrain). 
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A three-dimensional model of the house is modelled in Ecotect Analysis software l 

with the application of the Bahrain regulation specified materials. The house is 

modelled without the boundary walls; however, there is a recess between each 

housing unit to maintain the building regulations. The building architecture model is 

simplified to control the simulation calculation time, and facilitates the conversion 

from the extroverted form into the courtyard form. Figure 4.17 and 4.18 shows the 

South-West and North-East view of the house modelled.  

 

 

Fig.4.17. South-West view of the Bahrain modular house-front view (ECOTECT). 
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Fig.4.18. North-East view of the Bahrain modular house-rear view (ECOTECT). 

 

The material specification input in the Ecotect software is tabulated below, Table 4.2. 

The window properties are listed in a separate table due to its different parameters, 

Table 4.3. Those material specified are applied for all models and specification as it is 

a constant parameter.  

 

Table 4.2. Building Material Specification input in Ecotect Analysis software 

 

Element 

 

Material Description 

U-

Value 

(W-

m2.k) 

Admittance 

(W-m2.k) 

Solar 

Absorption 

(0-1) 

Thermal 

Decrement 

(0-1) 

Time 

Lag 

(hrs) 

Wall  200mm concrete block 

with 10mm plaster either 

side. 

1.800 3.360 0.506 0.78 5 

Floor 100mm thick concrete slab 

on ground plus ceramic 

tiles. 

0.880 6.100 0.475208 0.31 4.6 

Ceiling 10mm suspended plaster 

board ceiling, plus 50mm 

insulation, with remainder 

(150mm) joists as air gap. 

0.500 0.900 0.368 0.32 0.7 

Door 40mm thick solid core pine 

timber door. 
2.310 3.540 0.404 0.98 0.4 
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Table 4.3. Window Material Specification input in Ecotect Analysis software 

 

Element 

Material 

Description 

U-

Value 

(W-

m2.k) 

 

Admittance 

(W-m2.k) 

Solar Heat 

Gain 

Coeff.(0-1) 

Visible 

Transmittance 

(0-1) 

Refractive 

Index of 

Glass 

Window Double 

glazed with 

aluminum 

frame (no 

thermal 

break). 

2.700 2.700 0.81 0.639 1.74 

 

 

 4.2.1.1.Courtyard -T 

 

The second model is the fully enclosed courtyard form Courtyard-T, a courtyard 

integrated into the modular housing, representing the base-line model. Courtyard-T is 

the first configuration to be in comparison for the study. At first, the percentage of the 

courtyard is in evaluation with the assist of AutoCAD Architecture software. Two 

percentages are being investigated to determine which is best incorporated within the 

modular house. The percentages are 25% and 30%. The courtyard area deducts from 

the extroverted modular house form. Figure 4.19 previews the various applicable 

options for the 25% of the courtyard in relation to the housing structure. Figure 4.20 

previews the various applicable options for the 30% of the courtyard in relation to the 

housing structure. Table 4.4 illustrates the dimensions of the various proportions for 

both percentages.  
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Fig.4.19. Various proportions for 25% courtyard in relation to the built form 

(AutoCAD Architecture). 

 

 

Fig.4.20. Various proportions for 30% courtyard in relation to the built form 

(AutoCAD Architecture). 

 

Table 4.4. Dimensions for 25% and 30% courtyard proportions 

Courtyard 

percentage 

Built -up 

Length 

Built -up Width  Courtyard 

Dimension 

Built -

up 

Area 

Courtyard 

Area 

X 

Axis 

Y 

Axis 

X 

Axis 

Y Axis 

 

25% 

A  

 

8m 

 

 

12.8m 

2.5m 2.135m 3mx8.53m  

76.8 

m
2
 

 

25.6 m
2
 B 2.25m 2.743m 3.5mx7.314m 

C 2m 3.2m 4mx6.4m 

 

30% 

A  

8m 

 

12.8m 

2.5m 1.28m 3mx10.24m  

71.68 

m
2
 

 

30.72 m
2
 B 2.25m 2.0115m 3.5mx8.777m 

C 2m 2.56m 4mx7.68m 
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The optimum courtyard percentage and proportion to be applied in the study is 30% 

option B, with a total area of 30.719m
2
. The courtyard aspect ratio; degree of 

openness to the sky is 0.3047. Referring back to the literature review courtyard 

geometry section, option B represents the best form because of its longitudinal form 

elongated in the North-South direction and the internal space must not exceed 2.5 

times the height of the opening to maintain adequate daylight penetration without the 

constant need of artificial lighting.  

As the study will assess the living room as an internal space and the courtyard, only 

the living room space is determined within Courtyard-T form. The living room unit 

preserves its location in the North-East of the structure represented in blue. Figure 

4.21 demonstrates the relation of the living room to the courtyard and the structure. In 

addition, it maintains the same total area of a 17.27m
2
 as the extroverted modular 

house. Table 4.5 exhibits the living room dimension referring back to the figure. The 

living room is assigned in the North-East location similar to the modular house with 

those specific dimensions to maintain the exterior facade and not alter with the 

window openings. As at the rear facade there is the living room window opening and 

kitchen door and window opening, therefore, the living room space is extended to 5m 

to maintain the total area but not go beyond and alter the kitchen door and window. 

On the East facade, there are no window opening restrictions; hence, the living room 

space extends up to 5.2208m to maintain the total area.  
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Fig.4.21. The living room relation to the courtyard and the built structure (AutoCAD 

Architecture). 

 

Table 4.5. Dimensions of the living room 

Letter  Dimension 

A 5m 

B 5.2208m 

C 2.25m 

D 3.6533m 

E 2.75m 

F 1.0115m 

G 1m 

H 1m 

 

Courtyard-T housing form maintains the Northern extroverted modular house 

orientation, as the overall structure orientation is fixed. Nonetheless, as the height is 

fixed, Courtyard-T will maintain the same height consisting of two floor levels with 
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similar height differential positions on the East and West sections. The courtyard 

exposed floor material is specified as sand, referring back to the extroverted Bahrain 

modular house courtyard.  

The exterior window-opening configurations are kept the same as the modular house. 

The exterior facades of the extroverted housing module are maintained in Courtyard-

T housing form. Figures 4.22 and 4.23 and 4.24 illustrate the Courtyard-T model, 

representing the exterior facade and the alteration of the form from an extroverted 

into an introverted building form. Moreover, regarding the walls facing the courtyard, 

the internal spaces are assigned with additional window and door opening. The 

window and door opening maintains the same dimensions of the extroverted housing 

module. The window-opening dimension is 1.2mx1.3m, and the door dimension is 

0.92mx2.1m. The living room wall facing the courtyard are assigned with two 

windows; one on the Northern wall, and another on the Eastern wall, and a door on 

the Eastern wall. Figure 4.25 shows the living room windows and door openings 

facing the courtyard excluded from the rest of the building model. The window 

material characteristics are fixed, therefore maintaining similar properties of the 

extroverted modular house. 

 

 

Fig.4.22. Courtyard-T South-West exterior facade (ECOTECT). 
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Fig.4.23. Courtyard-T North-East exterior facade (ECOTECT). 

 

 

Fig.4.24. Courtyard-T bird's eye view (ECOTECT). 
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Fig.4.25. Excluded Living Room facing the courtyard (ECOTECT). 

 

 

4.2.1.2.Courtyard -S 

 

The third model is the semi-enclosed courtyard form Courtyard-S, it's the conversion 

of Courtyard-T from a fully enclosed courtyard configuration into a semi-enclosed 

courtyard configuration. Courtyard-S is the second configuration of the study in 

which the variables are going to be in assessment.  

As discussed earlier, the varying parameters that Courtyard-S will be tested on are the 

courtyard shape, courtyard-opening orientation, and the active systems mode. 

Consequently, Courtyard-S configuration will study a U-shape courtyard typology, 

and a C-shape courtyard typology directed to three orientations: North, South, and 

West.  

Courtyard-S configuration will maintain the original overall structure Northern 

orientation, the overall building height with similar height differential positions on 

the East and West sections, and the building material specification where the 

courtyard is specified as sand. The courtyard percentage is constant with a total area 

of 30.7195m
2
. The living room area is constant with a total area of 17.27m

2
. The 
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overall plot area is constant with a total of 102.4m
2
 of the ground floor only. In the 

Courtyard-S building models configurations, only the living room will have window 

and door openings, for the specific means of differentiating the living room from 

other internal spaces, and focusing on the living room internal space with its relation 

to the courtyard.  

The study of the variables develops a cycle tuning the building structure. As the 

configuration alters in shape and orientation, the built up area shape follows and 

adapts, which consequently modifies the living room configuration in terms of 

dimension shape and location, effecting and altering the exterior and internal facade, 

hence affecting the amount and position of the window and door openings. Amid 

testing each shape with regards to orientation, all the affects representing the cycle 

are going to be explained thoroughly. Each configuration of each shape is designated 

with its own code. Figure 4.26 presents a legend to explain each configuration code.   

 

 

 

 

 

 

Fig.4.26. Configurations proposed legend 

 

U-Shape Configurations: 

The first shape is the U-shape, developing three various configurations resulting from 

the varying orientation. The first of the configuration is developing the U-shape with 

the opening oriented towards the North. This configuration code is Courtyard-S-U-N. 

Figure 4.27 illustrates Courtyard-S-U-N opening subtraction and the final 

Courtyard configuration type 
The direction of opening orientation 

(North, South, West) 

Courtyard-S-U-N 

 The shape type (U-shape or C-shape) 
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configuration with the living room highlighted in blue. Figure 4.28 shows the final 

configuration modeled in Ecotect.  

 

 

Fig.4.27. Courtyard-S-U-N opening subtraction and final configuration (AutoCAD 

Architecture). 

 

 

Fig.4.28. Courtyard-S-U-N final configuration model (ECOTECT). 

 

The following steps produce the Courtyard-S-U-N configuration layout: 

Á At first, the courtyard internal West wall is shifted East, in order to maintain 

and not alter the kitchen width, hence decreasing the courtyard area by a 

6.58275m
2
.  
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Á To maintain the total courtyard area and orient the courtyard into the North 

direction, the Northern section of the built form specifically the living room 

area is subtracted replacing it with the same amount of the deducted courtyard 

area 6.58275m
2
. Therefore, forming a U-shape courtyard configuration. 

However, by forming the U-shape and maintain the kitchen width, the living 

room area is deducted.  

Á In order to preserve the original living room area of 17.27m
2
, the deducted 

living room area of 4.531625m
2
will be added to the living room. From the 

North side, 0.85995m
2
 is added, while from the East side 605.9616m

2
 is 

added. Therefore, the living room shape has been modified having it extruded 

from the Eastern side towards the exterior changing the external Eastern and 

Northern facades.  

Á Furthermore, the external and internal windows and door opening are 

modified in terms of location and quantity, but upholding the opening 

dimensions. The Northern external window is shifted along the living room 

Northern wall, yet it maintains the same location. The courtyard internal 

window and door openings are also shifted along the courtyard internal 

Eastern wall, however, adding another window opening facing the courtyard. 

Hence, the living room wall facing the courtyard has a total of two windows 

on the same wall.  

The second of the configuration is developing the U-shape with the opening oriented 

towards the South. This configuration code is Courtyard-S-U-S. Figure 4.29 

illustrates Courtyard-S-U-S opening subtraction and the final configuration. Figure 

2.30 shows the final configuration modeled in Ecotect. 
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Fig.4.29. Courtyard-S-U-S opening subtraction and final configuration (AutoCAD 

Architecture). 

 

 

Fig.4.30. Courtyard-S-U-S final configuration model (ECOTECT). 

 

The following steps produce the Courtyard-S-U-S configuration layout: 

Á At first, subtracting the full Southern built up area, to form a U-shape 

courtyard opening oriented from the South. The subtracted built up area is 

16.092 m
2
. 

Á Sequentially, the deducted built up area is added on the Eastern and Western 

built form sides, increasing the built form width and the living room total 

area. Each side is increased by a 185.4mm. However, the living room 

increases from both the East and West sides.  
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Á The additional living room area of 1.2384357m
2
 will be deducted from the 

Southern side of the living room to maintain the external and internal facade 

opening and living room configuration. Therefore, the living room Southern 

side will reduce 508.514mm.  

Á The external and internal openings are the same as the base-line model 

Courtyard-T.  

The third of the configuration is developing the U-shape with the opening oriented 

towards the West. This configuration code is Courtyard-S-U-W. Figure 4.31 

illustrates Courtyard-S-U-W opening subtraction and the final configuration. Figure 

4.32 shows the final configuration modeled in Ecotect. 

 

 

Fig.4.31. Courtyard-S-U-W opening subtraction and final configuration (AutoCAD 

Architecture). 
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Fig.4.32. Courtyard-S-U-W final configuration model (ECOTECT) 

 

The following steps produce the Courtyard-S-U-W configuration layout: 

Á Firstly, subtracting the full Western built up area, to form a U-shape courtyard 

opening oriented from the West. The subtracted built up area is 26.55m
2
. 

Á In order to maintain the living room area, external and internal facades, 

subtracted built up area is added on the Southern and Eastern sides of the built 

form. However, the added area on the East side is restricted towards the living 

room parameters, thus not adding any additional space in the living room. On 

the South side, the walls offset 2.308695m, and on the East side, the walls 

offset 1.86049m.  

Á The living room internal and external openings are maintained in the same 

position as the base-line model Courtyard-T.  

 

C-Shape Configurations: 

The second shape is the C-shape, developing three various configurations resulting 

from the varying orientation. In order to develop the C-shape, all configurations 

deduct an area of 2.25m
2
. The first of the configuration is developing the C-shape 

with the opening oriented towards the North. This configuration code is Courtyard-S-
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C-N. Figure 4.33 illustrates Courtyard-S-C-N opening subtraction and the final 

configuration. Figure 4.34 shows the final configuration modeled in Ecotect. 

 

 

Fig.4.33. Courtyard-S-C-N opening subtraction and final configuration (AutoCAD 

Architecture). 

 

 

Fig.4.34. Courtyard-S-C-N final configuration model (ECOTECT) 

 

The following steps produce the Courtyard-S-C-N configuration layout: 

Á The opening in the North orientation is positioned in the y-axis longitudinal 

section of the living room to preserve the overall shape of the opening itself. 

The opening dimension in the North wall is 1.1186mx2.0115m. However, as 
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the opening is positioned subtracting from the living room area, hence 

detaching the living room space, therefore, subtracting a bigger portion of the 

living room. The detached living room area is 1.0115m
2
. The subtracted living 

room area is 2.0115m
2
. As a result, a total of 3.2615m

2
 is to be added to the 

living room space.  

Á The additional living room space is added in the South part of the living room. 

Hence, extending 1.44955m of the living room Southern side.  

Á However, by adding an opening in the Northern orientation, the courtyard area 

increases, thus to maintain its area it has to be decreased by 2.2501m
2
. The 

courtyard decreases in the internal South side of the courtyard with 

642.885mm.  

Á By the opening position, the external window opening position did not alter, 

but the living room wall facing the courtyard is assigned with a different door 

and window position. The window and door opening shift toward the 

Southern side by 1.0449m allowing enough space to integrate an additional 

window along them.  

The second of the configuration is developing the C-shape with the opening oriented 

towards the South. This configuration code is Courtyard-S-C-S. Figure 4.35 

illustrates Courtyard-S-C-S opening subtraction and the final configuration. Figure 

4.36 shows the final configuration modeled in Ecotect. 
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Fig.4.35. Courtyard-S-C-S opening subtraction and final configuration (AutoCAD 

Architecture). 

 

 

Fig.4.36. Courtyard-S-C-S final configuration model (ECOTECT) 

 

The following steps produce the Courtyard-S-C-S configuration layout: 

Á The opening in South orientation is centralized with the same area and 

dimensions of the North opening 1.1186mx2.0115m. By integrating an 

opening, the courtyard area is enlarged reducing the built up area. Therefore, 

to maintain the built up area, the courtyard on the Northern side decreases by 

offsetting the internal North wall by 641.5mm.  

Á As the internal Northern wall enlarges, the living room area increases by 

1.68819m
2
. This additional space is reduced from the living room Southern 

side not to alter the external built form facade.  
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Á The external window opening is maintained in its same position, but the 

internal openings are re-positioned to fit into the living room space. The 

window opening located on the Northern side of the internal courtyard is 

shifted with the increase of the living room space. The door opening and 

window opening located on the Eastern side of the internal courtyard the 

shifts North by 166mm.  

The third of the configuration is developing the C-shape with the opening oriented 

towards the West. This configuration code is Courtyard-S-C-W. Figure 4.37 

illustrates Courtyard-S-C-W opening subtraction and the final configuration. Figure 

4.38 shows the final configuration modeled in Ecotect. 

 

 

Fig.4.37. Courtyard-S-C-W opening subtraction and final configuration (AutoCAD 

Architecture). 

 

 

Fig.4.38. Courtyard-S-C-W final configuration model (ECOTECT) 
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The following steps produce the Courtyard-S-C-W configuration layout: 

Á The opening in West orientation is centralized with the same area. Yet, the 

dimensions of the opening differ. It has an opening of 1mx2.25m. By 

integrating an opening, the courtyard area is enlarged reducing the built up 

area. The courtyard on the East courtyard side decreases by offsetting the 

internal East wall by 257.495mm.  

Á As the Eastern walls increase in width, the living room area increases. 

Therefore, to maintain the living room area, the South side of the living room 

is reduced by 376.75mm.  

Á By the internal courtyard walls and living room area modifications, the 

window and door opening on the Eastern side of the internal courtyard shifts 

North by 200mm.  

 

4.3.The Simulation Process 

 

The following assessment criteria for natural daylight , shading, thermal, solar 

radiation , and airflow  will study the effect of parameters within both courtyard 

forms; courtyard shape, opening orientation, and the active system. The first 

process will test the effect of the parameters on the selected indoor space; the living 

room. The assessments that are going to be simulated for the effect on the living room 

are natural daylight through RADIANCE plug-in in Ecotect, and thermal 

performance of the living room by calculating the Thermal analysis. The second 

process will test the effect of the parameters on the courtyard itself. The assessments 

that will simulated for the effect on the courtyard are Solar Radiation by calculating 

Solar Access analysis, Shading to analyze the shadows, and Airflow  through 

WinAir4 plug-in in Ecotect.  
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All building models are to be in simulation in the selected hours of the day: 9a.m. in 

the morning, 12 at noon, and 3p.m. in the afternoon, within the 2 solstice of summer 

June 21 and winter  December 21. Some simulations will only record the specific 

month disregarding the day and time.  

The following simulation assessments are in application congruously for all building 

models of Courtyard-T and Courtyard-S.  

 

4.3.1. Thermal Analysis 

The living room zone is clearly identified by being the only activated interior space 

thermally. All other interior zones are thermally deactivated. The living room zone 

management is setup. Figure 4.39 and 4.40 views the zone management setup of the 

living room. 

  

 

Fig.4.39. Living room zone management general settings (ECOTECT). 
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Fig.4.40. Living room zone management thermal properties (ECOTECT). 

 

The internal design condition in term of clothing is chosen to be 0.6 clo casual trouser 

and shirt. In terms of lighting level, 300lux is set which is between the waiting area 

Lux level of 200 (ECOTECT).  

Regarding occupancy and operation, 10 people are determined to occupy the living 

room space as 3m
2
 per person. The activity level is set as sedentary 70W to 

understand the people heat output. The infiltration rate of air exchange between the 

zone and the outdoor environment is set as average 1.00 since there are window 

openings and frequent opening doors.  

Regarding the thermal properties of the living room zone, the active system is set as a 

mix mode system with a thermostat range of a lower band 16
o
C and an upper band of 

20
o
C. The hours of operation is fixed to operate throughout the 24 hours, as it is a 

residential space. This setting will test the active system mode parameter. 

In order, the thermal calculation calculates accurately materials and any leakages 

effect. The calculation is checked by using each object alternate materials for the 

coincide elements of wall, floor, and ceiling. Alternate materials are specified as the 

same. The inter-zonal adjacencies are calculated with high precision to check any 
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leakages between zones. All surfaces are to be calculated to ensure the exposed 

surfaces are facing outwards. Then, set a performing a detailed shading calculation 

for exposed surfaces with a high surface sampling 10x10 grid.  

The thermal analysis calculates only monthly without specifying any timing. 

Therefore, the simulation timings assessment will be disregarded. The thermal 

calculates various calculations for each zone by taking into consideration the inter-

zonal gain and solar radiation. Those calculations are hourly temperature profile, 

hourly heat/gain losses, temperature distributions, indirect and direct solar gain, and 

passive gain breakdown. Each calculation is looked upon separately.  

The hourly temperature profile calculates the internal living room and external hourly 

temperatures stating the temperature difference and the average temperature. 

Additionally, it represents the wind speed, beam, and diffuse solar radiation derived 

from the climate data loaded. The hourly temperature is calculated for the 21
st
 of June 

and December.   

The hourly heat/gain loss is calculated for the summer solstice 21
st
 of June and winter 

solstice 21
st
 of December specifically for the living room zone. This calculation 

illustrates seven sectors that are HVAC load, conduction, Sol-Air, direct solar, 

ventilation, internal, and inter-zonal. To understand and fully interpret the results of 

each calculation, the sectors have to be empathized. The HVAC load is the amount of 

energy required to maintain the zone at a comfortable internal temperature. 

Conduction is the gain and loss through the building fabric, as the selected building 

materials affect due to conduction. Sol-Air temperature is the heat gain through 

indirect solar exposure by opaque surface materials exposed to solar radiation. Direct 

solar heat gain occurs through transparent surfaces such as windows. Ventilation 

represents the heat gain and loss through ventilation via opening and closing window 

openings and rate of infiltration that is set earlier to an average. Internal gain is due to 

occupancy, and artificial lighting that is set in the zone management. Inter-zonal gain 

and loss occurs between adjacent zones. As in this study, the aim is to interpret the 
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microclimatic condition of the space, energy requirements and load such as HVAC is 

disregarded. Nonetheless, as the building materials are set as fixed variables, the 

conduction calculation will be overlooked. Moreover, as in this study, the only 

activated thermal zone is the living room, the inter-zonal gains and losses are going to 

be overlooked. From this calculation, only Sol-Air temperature analysis will be taken 

into consideration as it's the most relevant to the assessment representing indirect 

solar radiation.  

The temperature distribution calculates annually the hours throughout the year that 

the living room zone is within the comfort band without the need of a HVAC system.  

The direct solar gain calculates an annual analysis that is set as monthly average that 

illustrates as admittance factors.  

 

4.3.2. Daylight Levels: RADIANCE  

All models will be exported to Radiance to test and study the Lux levels, daylight 

measures to identify the optimum lighting level provided from mainly the courtyard 

configuration which is the focus of this study in addition to other facade, into the 

indoor space developed from the opening size and opening orientation. An analysis 

grid is placed to calculate the lighting levels. It is positioned on the floor plane with 

an axial offset set to 600mm to calculate and simulate Lux levels at human level. The 

x-axis number of cells is 25, while the y-axis and z-axis are 20. The RADIANCE 

analysis set up is shown below in Figure 4.41. 
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Fig.4.41. Radiance Analysis calculation Wizard (ECOTECT). 

 

The lighting analysis will calculate illuminance image Lux of the living room 

interior. No artificial lighting will be included in the calculation. In the summer 

season of June, the sky definition is set to sunny, while in December, its set to 

overcast sky. In the RIF file, four incident reflections are chosen to base the 

calculations. The model detail, image quality, and light variability are all set as 

medium level to control the calculation time.  

The RADIANCE automatically opens the calculation window to generate and display 

all information. The Radiance interface opens to display the three-dimensional 

perspective image of the interior, which can display the contour lines, contour bands, 

and daylight factors on the same output image. However, the RADIANCE image can 

be viewed in Ecotect by importing the image back in Ecotect. The import is done 

through the grid management in the analysis grid. After importing the data, a visual 

of the Lux levels are displayed on the grid analysis. The average, minimum, and 

maximum Lux levels are identified in Ecotect from the visual after importing the 

calculation output.  

 

4.3.3. Simple Airflow Simulation: WinAir 4 
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A simplified CFD analysis via WinAir4 analyzes the courtyard thermal comfort and 

identifies the optimum airflow developed from the opening size and opening 

orientation in terms of airflow rate, flow vector, and air temperature. A 3-D airflow 

analysis grid is selected, which is a plane that calculates the CFD cell blockages. The 

analysis grid is positioned on the full floor plane of the building model covering the 

exterior and interior spaces. The grid axial offset is set to 600mm. The x-axis and y-

axis number of cells are 54 while the z-axis number of cell is set to 30. The slice 

position of the analysis grid plane is set to 600mm from the floor level to calculate 

and simulate the airflow at the human level.  

All Ecotect building model file are exported to WinAir4 after selecting the 

calculation and setting the setup as shown below in Figure 4.42. 

 

Fig.4.42. CFD analysis grid setup (ECOTECT). 

 

The CFD analysis grid set up includes blockages, wind setting, monitoring cell, 

conditions, and WinAir control file. Boundary blockage is selected to determine the 

boundary condition on the model surface. The wind setting is set by the loaded 
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climatic data of Bahrain by specifying the minimum wind speed of 2.00 m/s, and 

North-West wind direction of 160
o
. Air viscosity and air density is default by Ecotect. 

The air viscosity calculated is 1.8e-05µ. The air density is 1.2kg/m3. In order to 

calculate the effect of June and December weather conditions on the built form, the 

external temperature conditions are set according the average temperatures loaded 

from the weather file. The external temperature condition of December is set to 16
o
C 

and in June is set to 35
o
C. The internal temperature conditions are fixed to 20

o
C. The 

WinAir control file are setting specific to WinAir. The following aspects are marked: 

to run the WinAir application, Auto start the calculations, and equalize the air flow.  

WinAir4 calculation window opens to run the CFD calculation of the model. As the 

calculation completes, by viewing the domain data, the results of the CFD calculation 

can be viewed within WinAir4 application plug-in by selecting the IJ section plane 

and choosing the specific analysis to be viewed. However, the CFD results can be 

viewed in Ecotect. Hence, the WinAir CFD calculation data is exported back to 

Ecotect by loading the CFD data in the analysis grid calculation section. The Output 

file is loaded into the model to display the WinAir CFD calculation results into 

Ecotect. From the analysis grid, the type of data is chosen for viewing and analysis, 

such as the cell temperature, flow vector, and airflow rate. However, the flow vector 

output by WinAir is not fully reliable, as it has to be overlay with other generated 

data such as the speed from the wind rose.  

 

4.3.4. Shading Analysis: 

The shading analysis displays the shadow assembly to study the effect of the 

courtyard built form in terms of daily sun path, solar radiation, and shadow range. 

Each model shadow is evaluated for the two extreme days per year which are the 21
st
 

of June and 21
st
 of December. Each day is simulated three times to represent various 

positions of the sun at different times of the day. The different timings are 9a.m. in 
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the morning, 12p.m. representing midday afternoon, and 3p.m. representing late 

afternoon.  

 

4.3.5. Solar Access Analysis 

This form of analysis will simulate a visual of the incident solar radiation on the 

courtyard surface to understand the effect of the building configuration on the solar 

exposure. To perform the calculation, at first an analysis grid should be placed over 

the courtyard area. The analysis grid cell numbers are decreased in size, having x-axis 

as 25, y-axis as 20, and z-axis as 20. The grid is placed on the courtyard surface to 

analyze the courtyard material surface. Then, the chosen calculation is incident solar 

radiation, which would demonstrate the total, direct, diffuse, solar radiation that falls 

on the courtyard surface. The simulation will run for a specific period of time. June 

21
st
 is selected to represent summer, between the timing of 5 a.m. to 5 p.m. December 

21
st 

is selected to represent winter, between the timing of 7 a.m. to 3 p.m. The average 

hourly value is selected to give in the overall average by calculating the sum of all 

values in each metric and then divide the amount by the number of hourly values 

added. A detailed shading calculation will be performed. In order to select the 

shading accuracy, the surface sampling is set as full with a 25x25 grid, and the sky 

subdivision is set as medium with 5x5. Figure 4.43 will demonstrate the Solar Access 

Analysis calculation wizard summary.  
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Fig.4.43. Solar Access Analysis calculation wizard summary (ECOTECT). 

  

4.4. Conclusion 

 
The two types of courtyards undergo several environmental assessments to evaluate 

the best performing courtyard type in terms of microclimatic conditions. The building 

types, with regards to the varying parameters, are modelled and simulated in Ecotect 

Analysis computer software. Several calculations are performed to analyze the 

courtyards. In terms of assessing the living room performance, thermal and 

RADIANCE analysis are calculated. In terms of assessing the courtyard performance, 

WinAir, shading, solar access, solar exposure analysis, and simulations are 

calculated.  

Each type of analysis calculated the two courtyard types and each opening 

orientation. All building models undergo similar steps for each analysis setup and 

calculation. The total number of thermal analysis calculations for all courtyard case 

studies are 105. The hourly temperature profile analysis for each month of June and 

December are 21 tests. The heat gain/loss analysis for each month of June and 

December are 21 tests. The annual temperature distributions are 7 tests. The direct 

and indirect solar gains are 7 calculations for each type.  
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The total number of RADIANCE analysis calculations for all courtyard case studies 

are 42 sets for each month of June and December, at the three chosen hours of 9 a.m., 

12 p.m., and 3 p.m.  

The total number of WinAir analysis calculations for all courtyard case studies are 42 

sets of tests for each month of June and December.  

The total number of shading simulation for all courtyard case studies are 42 sets of 

tests for each month of June and December, at the three chosen hours of 9 a.m., 12 

p.m., and 3 p.m.  

The total number of solar exposure analysis calculation for single day hourly 

exposure is 14, for each of 21
st
 June and December.   

The total number of Solar Access analysis calculation for single day hourly exposure 

is 14, for each of 21
st
 of June and December.   
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Chapter 5 

Results and Discussion 
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Introduction  

 
By running the simulations, all results are in process within this chapter. The 

simulation results are visualized, extracting numerical data of each simulation detail. 

The extracted details are wind flow vector and temperature gradient, shading 

percentage, Lux levels, direct and indirect solar heat gain, and Watt per hour solar 

exposure. The extracted numerical data using Excel are summarized, graphically 

represented, and tabulated. In order to comprehend the behaviour of the different 

courtyard configurations, it is important to verify the factors that affect the 

simulations. As discussed earlier, the independent factors, or the varying parameters 

that are the courtyard shape and configuration, and the opening orientation, influence 

the dependant factors performances; which are natural daylight and thermal comfort 

within the living room, airflow, solar exposure, and shading within the courtyard.  

 

5.1.  Results 

 

5.1.1. Thermal Analysis Results 

 
The thermal analysis performs several calculations, which are annual temperature 

distribution, hourly temperature profile, direct solar gain, and hourly heat gain. Each 

calculation is analyzed separately, and then the relation between all analysis and 

courtyards are expressed (Appendix A).   

The total hourly heat gain analysis calculates Sol-Air, which is the indirect solar 

radiation absorbed on the internal surfaces and materials. The indirect solar radiation 

unit is measured by Watt per hour. Figure 5.1 illustrates a chart presenting a summary 

of the total indirect solar heat gain for all courtyard configurations between 

Courtyard-T and Courtyard-S.  



127 
 

 

 

Fig.5.1. Sol-Air total hourly indirect solar heat gain analysis for Courtyard-T and 

Courtyard-S 

 

Solar heat gain is directly related to the building shape, the configuration exposure to 

solar radiation, and sun's position. Comparing the U-shape to the C-shape and 

Courtyard-T, it presents the highest figures of indirect solar heat gain exposure in 

both seasons presented by June and December, as it has a larger courtyard due to the 

large opening exposed to solar radiation. Within the U-shape, Courtyard-S-U-W has 

the highest indirect solar heat gain in both months of June receiving 2195Wh and 

December receiving 1472Wh. This is justified, as Courtyard-S-U-W has the largest 

courtyard opening comparing it to Courtyard-S-U-N and Courtyard-S-U-S, which 

admits a higher rate of solar exposure and least shading.  

Within the C-shape, the season change effects solar heat gain values. As in June, 

Courtyard-S-C-W has the least solar heat gain receiving 1497Wh, while in 

December; Courtyard-S-C-N has the least solar exposure receiving 779Wh. However, 

in June Courtyard-S-C-N has the highest solar heat gain receiving 1751Wh. This is 

justified that in December, Courtyard-S-C-N has the least solar heat gain is due to the 
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low sun position in winter season, in comparison to June's high sun's position. As the 

sun is high, the living room area is exposed to extreme solar radiation. Moreover, 

Courtyard-S-C-W receives the least indirect solar heat gain, due to the West opening 

orientation that as the sun rotates towards East its low, allowing the courtyard and 

living room to be exposed to shade more than solar radiation.  

Courtyard-T presents the lowest indirect solar heat gain value in June by comparing it 

to Courtyard-S. In December, Courtyard-T receives 800Wh, which is a higher value 

of indirect solar heat gain than Courtyard-S-C-N that receives 779Wh, but a less 

value than Courtyard-S-U-N that receives 931Wh; as the North orientation receive 

the least solar heat gain in December. The analysis reading shows a 374Wh 

difference in indirect solar heat gain between Courtyard-T and the least configuration 

of Courtyard-S receiving solar heat gain Courtyard-S-C-W. Hence, the fully 

enclosure of Courtyard-T presents an advantage of the least heat gain. 

The Direct solar gain analysis calculates the monthly average. Therefore, the whole 

month of June and December are calculated to present the sum. The calculations 

presents that in the month of June direct solar gain occurs between 5 a.m. to 5 p.m., 

while in December it occurs between 7 a.m. to 3.p.m due to the late sunset in June, 

and late in sunrise in December. Moreover, the sun's angle and position affects the 

direct solar gain in both months.  

Courtyard-T in the month of June receives 560Wh of direct solar heat gain. In the 

month of December, it receives 830Wh, which is a higher value of direct solar heat 

gain than June. Figure 5.2 illustrates a chart of the direct solar heat gain of 

Courtyard-T in both seasons.  
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Fig.5.2. Hourly direct solar heat gain for Courtyard-T in both months of June and 

December 

 

The U-shape in general presents higher solar gain due to its large opening that allows 

a higher exposure to the solar radiation. Within the U-shape, in June, Courtyard-S-U-

W receives the highest direct solar gain of 2167Wh in comparison to Courtyard-S-U-

S, which receives the lowest direct solar heat gain of 788Wh. While in December, 

Courtyard-S-U-W also receives the highest direct solar heat gain of 2094Wh. Hence, 

the opening orientation and the size of the opening increases direct solar heat gain. 

Figure 5.3 illustrates a chart of the direct solar heat gain of the U-shape in June.  
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Fig.5.3. Hourly direct solar heat gain for Courtyard-S-U in June 

 

The C-shape, in the month of June, Courtyard-S-C-W receives the least solar heat 

gain of 745Wh due to the opening size, opening orientation, as the West sun position 

is lower. Nonetheless, in December, Courtyard-S-C-N receives the least solar heat 

gain of 581Wh due to the opening orientation, and the low solar position in the winter 

season. Figure 5.4 illustrates a chart of the direct solar heat gain of the C-shape in 

June.  
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Fig.5.4. Hourly direct solar heat gain for Courtyard-S-C in June 

 

Comparing Courtyard-T and Courtyard-S, Courtyard-T demonstrates the least direct 

solar heat gain in June due to the least solar radiation absorption, as an affect of its 

fully enclosed configuration. Courtyard-S-C-W also presents a low direct solar heat 

gain, which may provide thermal comfort within the crucial hot summer season of 

June. The direct solar heat gain difference between Courtyard-T and Courtyard-S-C-

W in June is 185Wh, and in December is 270Wh. However, in the winter season 

adequate heat gain is needed to mitigate the cold weather and reduce the heating load 

in winter. Therefore, by having a medium or an average value of heat gain within the 

winter season is thermally comfortable. Table 5.1 tabulates a summary of the direct 

solar heat gain of Courtyard-T and Courtyard-S in both seasons. 
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Table 5.1. Summary of daily direct solar heat gain analysis for Courtyard-T and 

Courtyard-S configurations  

 

Configuration, Shape, Orientation 

 

Solar Gain in 

June (Wh) 

 

Solar Gain in 

December (Wh) 

Courtyard -T 560 830 

Courtyard -S U-

Shape 

Courtyard-S-U-N 1145 653 

Courtyard-S-U-S 788 1133 

Courtyard-S-U-W 2167 2094 

C-

Shape 

Courtyard-S-C-N 994 581 

Courtyard-S-C-S 748 1125 

Courtyard-S-C-W 745 1106 

 

The hourly temperature profile calculates the direct and diffuse solar radiation for the 

internal living room space, and the external weather conditions presenting the 

difference of temperature and the average indoor temperature. Table 5.2 presents a 

summary of the average hourly temperature profile calculation for both Courtyard-T 

and Courtyard-S in both seasons.  

  

Table 5.2. Summary average of the hourly temperature profile analysis for 

Courtyard-T and Courtyard-S configurations  

 

 

Configuration, Shape, Orientation 

Living Room 

Average 

Temperature (o
C) 

Average 

Temperature 

Difference (o
C) 

June December June December 

Courtyard -T 38.46 22.7 3.087 4.379 

Courtyard -S U-

Shape 

Courtyard-S-U-N 37.4 21.49 2.11 3.17 

Courtyard-S-U-S 37.35 21.45 1.97 3.12 

Courtyard-S-U-W 37.39 21.45 2.01 3.13 

C-

Shape 

Courtyard-S-C-N 37.45 21.4 2.08 3.07 

Courtyard-S-C-S 37.35 21.47 1.97 3.14 

Courtyard-S-C-W 37.32 21.42 1.95 3.1 

 

Courtyard-S-U configuration presents Courtyard-S-U-N in having the highest 

average temperature differential in both seasons. On the other hand, Courtyard-S-U-S 
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has the lowest average temperature differential in both seasons. However, Courtyard-

S-U-N maintains the highest average temperature due to the high solar heat gain in 

both seasons. Figure 5.5 and 5.6 shows the hourly temperature profile for Courtyard-

S-U-N and Courtyard-S-U-S in June. The opening position as its windward assists in 

increasing the temperature differential of the Northern opening, as it has the most 

frequent prevailing wind.  

 

 

Fig.5.5. Hourly temperature profile for Courtyard-S-U-N in June (ECOTECT) 

 

 

Fig.5.6. Hourly temperature profile for Courtyard-S-U-S in June (ECOTECT) 

 

Courtyard-S-C configuration presents Courtyard-S-C-N in having the highest average 

temperature differential in June, due to the assistance of wind pressure and frequency. 

Courtyard-S-C-S has the highest average temperature differential in December due to 
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low solar position in winter that increases shade. Although, both opening orientation 

have high solar heat gain. Courtyard-S-C-W has the lowest average temperature due 

to the opening orientation and solar position. Figure 5.7, 5.8, and 5.9 shows the 

hourly temperature profile for Courtyard-S-C-N, Courtyard-S-C-S, Courtyard-S-C-W 

and in June. 

 

 

Fig.5.7. Hourly temperature profile for Courtyard-S-C-N in June (ECOTECT) 

 

 

Fig.5.8. Hourly temperature profile for Courtyard-S-C-S in June (ECOTECT) 
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Fig.5.9. Hourly temperature profile for Courtyard-S-C-W in June (ECOTECT) 

 

In terms of average temperature difference, Courtyard-S-U provides a higher 

temperature difference than Courtyard-S-C in both seasons. However, Courtyard-S-C 

provides a lower average temperature than Courtyard-S-U. This is justified due to the 

large opening size that increases temperature difference. However, due to the low 

solar heat gain, Courtyard-S-C maintains to achieve a lower range of average 

temperature within the living room. Specifically in June, this then assists in reducing 

the cooling load and providing thermal comfort, although the average temperature is 

still above the thermal comfort zone with reference to the psychrometric chart.  

Courtyard-T has the highest living room average temperature compared to 

Courtyard-S configurations within both seasons. However, due to its fully enclosed 

configuration and receives the least solar heat gain; it has the highest average 

temperature difference between the courtyard and the living room in both seasons. 

Therefore, Courtyard-T performs as the best temperature modifier in presenting 

thermal comfort within the courtyard. Figure 5.10 and 5.11 demonstrates the hourly 

temperature profile of Courtyard-T living room in June and December.  
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Fig.5.10. Hourly temperature profile for Courtyard-T in June (ECOTECT) 

 

 

Fig.5.11. Hourly temperature profile for Courtyard-T in December (ECOTECT) 

 

The annual temperature distribution calculates the total amount of hours and 

percentage that the configuration is within the comfort zone in relation to the 

psychrometric chart without the use of HVAC as the comfort band is within 16
o
C -

20
o
C. Table 5.3 provides a total summary of the annual temperature distribution in 

terms of hours and percentage of the living in all the courtyard configurations.  
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Table 5.3. Summary of annual temperature distribution for Courtyard-T and 

Courtyard-S configurations  

Configuration, Shape, Orientation Total Hours in 

Comfort (Hrs)  

Total Percentage in 

Comfort (%)  

Courtyard -T 1397 Hrs 15.9% 

Courtyard -

S 

U-

Shape 

Courtyard-S-U-

N 

1834 Hrs 20.9% 

Courtyard-S-U-

S 

1854 Hrs 21.2% 

Courtyard-S-U-

W 

1838 Hrs 21% 

C-

Shape 

Courtyard-S-C-

N 

1844 Hrs 21.1% 

Courtyard-S-C-

S 

1854 Hrs 21.1% 

Courtyard-S-C-

W 

1863 Hrs 21.3% 

 

Courtyard-T living room presents the least hours and percentage in providing thermal 

comfort within the psychrometric chart. As the psychrometric chart includes humidity 

levels, while in the study humidity is not part of the analysis, it reflects a direct 

connection in reducing Courtyard-T living room thermal comfort. 

Courtyard-S divides into two shapes; U and C shape. The first shape is the U-shape. 

Looking into Courtyard-S-U-S living room, it has the highest hours in comfort, while 

Courtyard-S-U-N living room has the least hours. Looking into the second shape, C-

shape, Courtyard-S-C-N has the least hours in comfort, while Courtyard-S-C-W has 

the highest hours in comfort.  

Comparing the U-shape and C-shape, Courtyard-S-C-W provides longer hours in 

comfort than Courtyard-S-U-S within the living room. This is due to the least solar 

heat gain it receives, the small opening size, the high ratio of enclosure, and the solar 

exposure that the West orientation receives less than the South. Moreover, comparing 

Courtyard-S and Courtyard-T, Courtyard-S-C-W provides longer hours in comfort. 
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Courtyard-T demonstrates the least hours in comfort from both Courtyard-S-U and 

Courtyard-S-C.  

Drawn from all the thermal analysis calculations, Courtyard-T configuration sums up 

to achieve the highest thermal comfort. It receives the least direct and indirect solar 

heat gain in the summer month. While in December, it receives higher direct solar 

heat gain than Courtyard-S-C-N and Courtyard-S-U-N, and higher indirect solar heat 

gain than Courtyard-S-C-N. Yet, the North opening orientation for all thermal 

analysis calculation presented to have low thermal comfort in comparison to 

Courtyard-T. Furthermore, Courtyard-T provides a higher average temperature 

differential in both seasons, due to the low solar heat gain. Hence, modifies the 

indoor temperature to achieve thermal comfort levels more efficiently than 

Courtyard-S. On the other hand, it has been analyzed that it provides the lowest 

comfort hours, which is due to the lack of humidity studies.  

The second configuration that achieves thermal comfort best is Courtyard-S-C-W. 

Comparing it to the other Courtyard-S configurations, it has the lowest indirect and 

direct solar heat gain in June. Moreover, it has the lowest average temperature in 

June, and the highest hour and percentage of comfort. Although both configurations 

are not within the comfort zone provided by the psychrometric chart, yet if provided 

with natural ventilation, the comfort zone extends to encompass both configuration 

results in providing thermal comfort. Those analysis calculations support that the 

fully enclosed courtyard performs better in modifying and providing thermal comfort 

more than the semi-enclosed courtyard.  

 

5.1.2. RADIANCE  Results 

 

A natural daylight level is a key measurement in providing occupants comfort within 

an indoor space. A view to the outdoor environment provides psychological and 

physiological comfort. Adequate daylight penetration reduces the need of artificial 
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lighting. Daylight is the penetration of direct and indirect solar radiation through 

openings. It is affected by the opening size, indoor space geometry, glazing 

transmittance and reflectance. However, daylight should take in control to control the 

quantity of light, distribution of light, and heat gain. The occupant activity level 

within the living room is identified as sedentary. IESNA recommends the living room 

an illuminance level of 200-300 Lux of well-distributed daylight for various ranges of 

activities (Rea M.S., 2002). RADIANCE calculated the illuminance levels within the 

living for each courtyard configuration in June and December in the morning, 

midday, and late noon hours. RADIANCE illuminance simulations are imported into 

Ecotect. Refer to Appendix B for all results.  

Courtyard-T results viewed that is has the highest average Lux levels at 12 p.m. due 

to the high solar angle. In the month of June, all average values are beyond the 

recommended standards, the highest value at 12 p.m. with 857.89 Lux. In the month 

of December, at 12 p.m. average value is within the recommended standards with 

270.18 Lux, and however, 9 a.m. reaches the approximate of the recommended 

standards with 199.74 Lux. At 3 p.m. in both seasons, daylight level is the least due 

to the low solar angle and position, and the effect of having a fully enclosed narrow 

courtyard with the given height. Figure 5.12 shows the illuminance level and 

distribution of Courtyard-T in June at 12 p.m. in Ecotect, as the month of June 

receives higher solar radiation. The light intensity of the hot spots by the window 

during this hour is at its peak. The Northern window receives more light however less 

intense due to the exterior window. The east window of the courtyard has the most 

excessive intensity level reaching up to5460 Lux, while the Northern window of the 

courtyard reaches up to 2520 Lux. The hot spots by the window are forms of strips 

parallel to the window; however, the intensity reduces by going further away creating 

a smooth flow of light intensity.  
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Fig.5.12. Courtyard-T RAD illuminance simulation in June at 12 p.m. (ECOTECT) 

 

Regarding light distribution, between 9 a.m. and 3 p.m., the living room is exposed to 

three spots of excessive light, which decrease in size, yet the intensity of the glare 

spots increase in intensity, as it reaches its peak at 12 p.m. and decrease by 3 p.m. As 

the excessive intensive light decreases, the overall distribution of light is well 

maintained. The intensive light areas are by the window openings. Light is well 

distributed at a smooth intensity level between 12 p.m. and 3 p.m. The best well-

distributed light is at 3 p.m. as it has the least and smallest glare spots.  

Courtyard-S-U is calculated for its three orientations; North, South, and West. Within 

the peak hours, with the highest heat gain, Courtyard-S-U-W exposes excessive 

illuminance levels within the living room at both hours of 12 p.m. and 3 p.m., and 

during both seasons. In June, at 12 p.m. the average value of illuminance level is 

1278.43 Lux, while at 3 p.m. its 3885.58 Lux. This extreme illuminance levels within 

the living room is due to its Western opening orientation as the sun exposure is high 

and its opening orientation within those hours exposes the living room to excessive 

solar radiation. Nonetheless, Courtyard-S-U-W has the largest courtyard opening, 

hence higher exposure to solar radiation and higher accessibility of lighting within the 

living room that equals to occupants discomfort.  
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Courtyard-S-U-S is exposed to less solar radiation that receives the least daylighting 

level within the peak hours of the month of June, as all illuminance levels are higher 

than the recommended levels. At 12 p.m., it receives 928.89 Lux. In December at 12 

p.m., it also provides the most adequate lighting of 315.27 Lux. Figure 5.13, 5.14, 

5.15 shows the illuminance level and distribution of Courtyard-S-U-N, Courtyard-S-

U-S, and Courtyard-S-U-W in June at 12 p.m. in Ecotect, as the month of June 

receives higher solar radiation. 

 

 

Fig.5.13. Courtyard-S-U-N RAD illuminance simulation in June at 12 p.m. 

(ECOTECT) 
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Fig.5.14. Courtyard-S-U-S RAD illuminance simulation in June at 12 p.m. 

(ECOTECT) 

 

 

Fig.5.15. Courtyard-S-U-W RAD illuminance simulation in June at 12 p.m. 

(ECOTECT) 
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However, in terms of lighting distribution, Courtyard-S-U-S is the most adequate and 

comfortable with the least intensive glare spots. All at 9 a.m. produce three intensive 

glare spots that decrease in size yet increase in intensity by noon. However, as the sun 

changes in position and gets higher, the intensive light by the window reduces and 

increases the smooth distribution of light within the living room. The North and West 

orientation have the highest levels of intensive illuminance light that reaches the 

middle areas of the living room causing extreme discomfort. This is due to the solar 

position, opening orientation that allows high solar exposure, and the courtyard 

opening size that affected the courtyard configuration.  

Courtyard-S-C is calculated for its three orientations; North, South, and West. Within 

the peak hours, Courtyard-S-C-N exposes excessive illuminance levels within the 

living room at both hours of 12 p.m. and 3 p.m., during the month of June. At 12 p.m. 

its average value of illuminance level is 932.81 Lux, while at 3 p.m. its 491.78 Lux. 

In June, all illuminance levels are beyond IESNA recommended standards. In June, 

Courtyard-S-C-N and Courtyard-S-C-S are equivalent to each other in illuminance 

levels. Yet Courtyard-S-C-S is still lower. This is justified to the small opening 

orientation, and significantly the window opening position differential between the 

North and South orientation within the courtyard that with high solar position allows 

excessive solar radiation.  

Courtyard-S-C-W receives the least and most appropriate illuminance levels within 

the living room, although all orientations receive beyond the comfortable 

recommendation levels. In June, at the peak hour of noon it receives 813.62 Lux. 

During December, Courtyard-S-C-S is the most appropriate and reaches the 

comfortable levels. In December, Courtyard-S-C-W and Courtyard-S-C-N are 

equivalent in illuminance levels although the North orientation receives less, and both 

receive less than the South orientation. This is justified to the opening orientation and 

solar position that exposes Courtyard-S-C-S living room to receive more illuminance 

levels. Figure 5.16, 5.17, 5.18 shows the illuminance level and distribution of 
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Courtyard-S-C-N, Courtyard-S-C-S, and Courtyard-S-C-W in June at 12 p.m. in 

Ecotect, as the month of June receives higher solar radiation.  

 

 

Fig.5.16. Courtyard-S-C-N RAD illuminance simulation in June at 12 p.m. 

(ECOTECT) 

 

 

Fig.5.17. Courtyard-S-C-S RAD illuminance simulation in June at 12 p.m. 

(ECOTECT) 
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Fig.5.18. Courtyard-S-C-W RAD illuminance simulation in June at 12 p.m. 

(ECOTECT) 

 

 

In terms of light distribution, in June, all at 9 a.m. produce three intensive glare spots 

that decrease in size yet increase in intensity by noon. However, as the sun changes in 

position and gets higher, the intensive light by the window reduces and increases the 

smooth distribution of light within the living room. Courtyard-S-C-W is the most 

adequate and comfortable with the least intensive glare spots. Although at 9a.m. the 

average level of illuminance is not well distributed creating various values, however, 

the intensity is the least. At 12 p.m. the average illuminance level and high intensive 

glare spots are similar in distribution between Courtyard-S-C-W and Courtyard-S-C-

S, however, the intensity levels of Courtyard-S-C-W are less providing more comfort. 

The window opening distribution affects daylight penetration and the size of the 

intensive light spots. Although Courtyard-S-C-W and Courtyard-S-C-S have larger 

intensive light spots within the living room than Courtyard-S-C-N, yet the 

illuminance level of the intensive light spot of Courtyard-S-C-N is higher. This is due 

to the window placement, as Courtyard-S-C-N has both windows on the East side of 
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the courtyard (the west wall of the living room). Therefore, the sun position and 

courtyard opening affects light penetration. 

In general, Courtyard-S-C receives better daylight levels within the living room than 

Courtyard-S-U, although both shapes are not within the comfort or IESNA 

recommended illuminance levels. Table 5.4 summarizes the average value of 

illuminance Lux level for all courtyard configurations at each orientation in both 

months at all calculated hours. In June, all exceed the 200-300 Lux levels. In June, 

Courtyard-S-C-W receives the best daylight illuminance levels at 9 a.m. and 12 p.m., 

yet Courtyard-S-C-S receives the best at 3 p.m. In December, Courtyard-S-C receive 

adequate light within the recommended range, while Courtyard-S-U exceeds the 

recommended range. Therefore, the opening size of the semi-enclosed courtyard 

demonstrates a great difference of daylight within the living room, as the opening 

decreases in size it promotes comfortable illuminance level to satisfy the living room 

activity.  

 

Table 5.4. Summary of the average illuminance Lux level for all courtyard 

configurations at the studied period 

Configuration, Shape, 

Orientati on 

June Lux Levels December Lux Levels 

9 12 3 9 12 3 

Courtyard -T 477.76 857.76 438.61 199.74 270.18 146.02 

Courtyard -

S 

U-

Shape 

Courtyard-

S-U-N 

472.52 1012.92 768.58 252.38 342.88 184.27 

Courtyard-

S-U-S 

472.91 928.89 469.04 225.02 315.27 164.24 

Courtyard-

S-U-W 

442.77 1278.43 3885.58 356.21 486.44 260.33 

C-

Shape 

Courtyard-

S-C-N 

527.79 932.81 491.78 199.78 271.64 145.96 

Courtyard-

S-C-S 

514.73 895.22 448.2 212.25 287.9 155.01 

Courtyard-

S-C-W 

430.46 813.62 472.1 200.47 272.55 146.23 
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Courtyard-T receives higher illuminance levels than Courtyard-S-C-W in June, while 

in December it receives less at 9 a.m. and 12 p.m. However, in June, at 3.p.m it 

receives less illuminance levels than Courtyard-S-C-W. In December, although 

Courtyard-T receives less illuminance levels, yet Courtyard-S-C-W is very much 

similar in values. Both, Courtyard-T and Courtyard-S-C-W are similar in light 

distribution within the living room, due to the window opening position. Both provide 

adequate light distribution. However, the only difference is the illuminance level. 

This is justified by the courtyard opening and the opening orientation. The west 

opening affected the living room geometry its width, and decreasing the courtyard 

width. Therefore, Courtyard-S-C-W receives better illuminance levels. Courtyard-S-

C-W provides the most comfortable illuminance level within the living room in both 

seasons.  

 

5.1.3. Airlfow Results Through WinAir  

 
The CFD simulation output by WinAir is exported back to Ecotect. The CFD 

simulated and recorded each configuration cell temperature, cell pressure and flow 

vector. Celsius Centigrade represents the cell temperature. Cell pressure is 

represented by the Pascal unit (Pa). Wind is represented by flow vectors to indicate 

the wind speed and direction. WinAir calculates the pressure of wind surrounding the 

courtyard. The wind speed is represented by miles per second. However, the 

generated output of WinAir velocity vector will not be considered in terms of figures, 

yet it will be backed up with the generated prevailing wind frequency from the 

weather tool wind rose of Bahrain. Therefore, the wind speed will be represented by 

Km/h. The values were extracted from a horizontal and vertical analysis grid. The 

horizontal slice position of the analysis grid is close to the ground surface at around 

600mm. The initial wind speed input is 0.2m/s. The initial wind temperature input 

obtained from the temperature wind rose for June is 35
o
C, and for December is 16

o
C. 




